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GESTAS

LIGHTING

GSS 400-LD SERIES

BODY : Aluminium & Electrostatic Painted
Body and Frame

GLASS/DIFFUSER  : Satin LED diffuser

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 40

OTHER FEATURES : Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Easy connection With Independent
ABS Gear Box and Electrical
Equipment Sockets
USAGE AREAS : Interiors, Plaster Ceiling
Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

GOVDE : Aluminyum & Elektrostatik Boyali
Govde ve Cergeve

CAMIDIFUZOR : Satin LED Difiizérii

ELEKTRIKSEL KOMP: Switch Mode, Constant Current
LED Power Supply

KORUMA SINIFI 1 1P 40

DIGER OZELLIKLER : Yiksek Limen Cikisli Ledler ve
Duslik Kayipli Trafo ile Maksimum
Verim
Bagimsiz ABS Balast Kutusu ve
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

KULLANIM ALANLARI : I¢ mekanlar, Algi Tavan
Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

PCB's are manufactured totally with no-touch
automated machineries, snap-in connectors are
integrated to PCB designs to ensure no hard-soldering
operation is made during whole production processes.
PCB designs are made by R&D department taking
into account meeting 25 design criterias like heat
dissapation charecteristic, coating reflectance, PCB
material, available lens applications, led chips
compatibility.

PCB 'ler otomatik dizgi makinalarinda el degmeden
uretilmekte olup, gegme tip konnektérler entegre
edilmistir. Bu sayede, tiim imalat asamalarinda el ile
lehim yapilmasinin 6niine gegilmistir. PCB tasarimi
AR-GE departmani tarafindan yapilmis olup s yayilim
karakteristligi, kaplama yansitma oranlari, PCB
hammaddesi, uygulanabilir lens varyasyonlari, led
chip uygunluklari ve benzeri 25 ana dizayn kriteri esas
alinmistir.




RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

CIRCLE / DAIRESEL




