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‘Outdoor Horizontal Montage ~ Pole Etrance Road Lighting Photocell Thermal LED Lens Optics Electronic Dimm.
Dis Mekan Yatay Montaj Direk Boru Capt Yol Aydinlatma Fotosel Uyg. Ist Yenetimi LED Opik Lensli Elektronik Dimli

Optimal Lighting levels and a smooth
light distribution achieved by
application oriented Lens options
Power Led's used for maximum
efficieny and light output.

Optimal aydinlatma seviyeleri ve
dlzglin bir 1s1k dagihmi aplikasyona
6zel uygulanabilir lens segenekleri ile
saglanabilmektedir. Maksimum
verimlilik ve 11k ¢iktisi saglanabilmesi
amaciyla Power Led kullaniimaktadir.

Special plugged replacable Photocell's
can be integrated as an option. Stainless
steel clips ensures a protection degree
of IP65 to the entire luminaire.

Ozel soketli, degistirilebilir fotoseller istege
bagh olarak entegre edilebilmektedir.
Paslanmaz gelik klipsler armatur
tamamina IP65 sinifi koruma sagla-

maktadir.
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GESTAS

LIGHTING
GF1-LD
BODY : Aluminum, Matt-Anodized Coated.
GLASS/DIFFUSER  : Acrylic (PMMA) Diffuser
REFLECTOR : White Painted Inner Reflector

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 65

OTHER FEATURES : Angle Selectional Low-Loss
Lenses
EPDM Gasket Insulation.
Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Optimum Heat Values with Pure
Aluminium Heatsink
Stainless Steel Latches
Diameter 42-60 mm. / Horizontal
Installation
Maximum Resistancy to Dust,
Water and Moisture

USAGE AREAS : Roads, Highways,Surrounding
Area Lightings, Walkways, Streets
and Various Outdoor Lighting

Applications
GOVDE : Aliminyum, Mat Eloksal Kaplamali
CAM/DIFUZOR 1 Akrilik (PMMA) Diftizér
REFLEKTOR : Beyaz Boyali ig Reflektor
ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
Kaynagi
KORUMA SINIFI 1P 65

DIGER OZELLIKLER : AgI Segenekli Dusuk Kayipli
Lensler .
EPDM Conta Izolasyonu
Yiksek Lumen Cikish Ledler ve
Dustk Kayipl Trafo ile
Maksimum Verim
Saf Aluminyum Sogutucu ile
Optimum Isi Degerleri
Paslanmaz Celik Mandallar
Cap 42-60 mm / Yatay Montaj
Toz, Nem ve Suya Karsi
Maksimum Dayaniklilik
Fotosel Eklenebilir (Opsiyonel)

KULLANIM ALANLARI : Caddeler, Otoyollar, Cevre
Aydinlatmalari, Gezinti Yollari,
Sokaklar, Her Tur Dig Mekan
Aydinlatma Uygulamalari
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