STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI

AYG-LD

BODY : Aluminium Cold Formed
GLASS/DIFFUSER  : Tempered Glass

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 65

OTHER FEATURES : EPDM Gasket Insulation.
Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Optimum Heat Values with Pure
Aluminium Heatsink
Angle Selectional Low-Loss
Lenses
Stainless Steel Latches
Diameter 42-60 mm. / Horizontal

Installation
TN TN 7r - ™ @ '-7\ ) USAGE AREAS : Roads, Highways, Surrounding
I @ r Area Lightings, Walkways, Streets
“ I’J‘ ??? ‘ I ‘ Iln]! J IP 65 and Various Outdoor Lighting
42-60 J Applications
Outdoor Horizontal Montage  Pole Etrance Road Lighting Lens Optics RAL Colors LED ‘Thermal Electronic Dimm. Electronic Ballast
Dug Mekan Yatay Montaj  Direk Boru Capr Yol Aydlaima  Optik Lensii RAL Renkleri LED Ist Yonetimi Elektronik Dimli Elekironik Balast
GOVDE : Aliminyum Baski Gévde
An outdoor lighting luminaire offering ideal combination of energy efficiency and optimum performance of lighting CAM/ DiFUZOR : Temperli Cam

distribution for different kinds of applications with it's application oriented Lens options. Having a compact size
AYG-LD is an enviromental friendly green lighting solution with a high-class optical performance and a long life-
time. Luminaire housing and cooling system are produced from Aluminium material with a high heat transfer
capability. Various RAL colors available for housing paint options. AYG-LD offers high quality lighting with an KORUMA SINIFI 1 1P 65
affordable price combining high quality materials into one luminaire.

ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
Kaynagi

DIGER OZELLIKLER : EPDM Conta izolasyonu
Uygulamaya 6zel Lens segenekleri ile degisik tiirlerdeki aydinlatma uygulamalari igin ideal bir enerji verimliligi Ylksek Limen Cikisl Ledler ve
ve optimal performansli bir dis mekan aydinlatma armatiriidiir. Kompakt yapiya sahip yiiksek sinif optik Distk Kayipli Trafo ile

PP . ; PR I, X . Maksimum Verim
performans sunan, uzun 6mdrld, yesil cevre dostu bir aydinlatma ¢ézimudir. Armatir gévdesi ve sogutma Saf Aluminyum Sogutucu ile
sistemi yliksek is1 transfer yetenegine sahip Aluminyum malzemeden imal edilmistir. Gévde boyasi opsiyonu Optimum Isi degerleri.
cesitli RAL renkleri arasindan segilebilmektedir. AYG-LD ulasilabilir bir fiyata sahip yliksek kaliteli komponentlerin Acl Secenekli Diisiik Kayipli
bir armatiirde biraraya toplanmasindan olusmus, yiksek kaliteli aydinlatma sunan bir armattrdir. Lensler
Paslanmaz Celik Mandallar
Cap 42-60 mm / Yatay Montaj

KULLANIM ALANLARI : Caddeler, Otoyollar, Cevre
Aydinlatmalari, Gezinti Yollari,
Sokaklar, Her Tir Dig Mekan
Aydinlatma Uygulamalari

AYG-LD 30W for general lighting application's.
Genel aydinlatma uygulamalari igin AYG-LD 30W

LAMP TYPE SOCKET A (mm) B (mm) H (mm) K.G. BOX / KOLi
30 W LED - 250 380 105 &8
@ 60 W LED - 250 380 105 33
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LIGHTING

AYG-LD can be used with lighting automation systems. In
case dimming 1-10V / DALI drivers used instead of constant
current drivers.

AYG-LD aydinlatma otomasyonu sistemleriyle birlikte
AYG-LD with Strada lenses. kullanilabilmektedir. Bu opsiyonda sabit akim driverler
Strada lensli AYG-LD yerine 1-10V / DALI driverlar kullaniimaktadir.

AYG-LD ensures a protection degree of IP65 with it's
complete EPDM gasketing integrated to tempered diffuser.
Occupancy sensor's can be integrated for use with dimming
applications (Optional)

Sand Gray color is standard housing paint color, various RAL colors available on-request. Temperli cami ve tiimlesik EPDM contasi ile AYG-LD 1P65

Standart gévde boyasi rengi kum gridir. Istege bagli olarak farkli RAL segenekleri uygulanabilmektedir. sinifi koruma saglamaktadir. Dimlemeli otomasyon sistemleri
veya bagimsiz dimleme aplikasyonlari igin varlik sensori
adapte edilebilmektedir. (Opsiyonel)
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AYG-LD with standard 60 degree lenses for general lighting applications. ° - €90/270
Genel aydinlatma uygulamalari igin standart 60 derece lensli AYG-LD
AYG-LD 30W
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