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GESTAS

LIGHTING

L RAL.
Qutdoor Wall Mount RAL Colors
Dus Mekan DuvarMoniaj ~ RAL Renkleri
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Multiangle Fixing
Yénlend. Montaj

Area Lighting
Alan Aydimlaimas:

Switch Mode
Switch Mode

Lens Optics
Optik Lensli
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LED
LED

RGB LED
RGB LED

z,;n P 65

LAMP TYPE

12 LED 15 W
@12 LED 30 W
@24 LED 30 W
(@24 LED 60 W
36 LED 45 W
;36 LED 90 W

RGB
@ 12 LED 15 W RGB

@24 LED 30 W RGB
@ 36 LED 45 W RGB

SOCKET

Directional fixing made easy as tightening

On module LED and driver can be changed easily by sliding after removing the side cover.
Yan kapagin sékilmesi neticesinde model halinde bulunan LED ve sirlcu degisimi kolaylikla yapilabilmektedir.

two wing nuts by hand or with a tool.

Uriin sabitleme islemi ike adet kelebek

somunun el veya bir alet yardimiyla

sikilabilecegi sekilde basitlestiriimistir.

A (mm) B (mm)
80 400
80 400
80 700
80 700
80 1000
80 1000
80 400
80 700
80 1000

H (mm)
76
76
76
76
76
76

76
76
76

K.G.

2,3
2,4
2,8
2,9
3,2
3,3

2,3
2,8
&2

BOX / KOLI
(mm)

GFWW 200-LD

BODY

GLASS/DIFFUSER
ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE

CAM/DIFUZOR
ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

: Electrostatic Painted Extrusion

Aluminium Body

: Tempered Glass

Switch Mode, Constant Current
LED Power Supply.

IP 65

: High Temperature and Impact

Resistancy

Vertical 180 Degrees Directional
Connectivity

Aluminium Side Covers

Optional "RAL" Colors Appliciable.
Maximum Efficiency With High
Lumen Output LED's and Low-
Loss Transformer

Angle Selectional Low-Loss
Lenses

: Parks, Gardens, Factories,

Squares, Building Facade
Lightings, Outdoor Parking Lots,
Area Lights, Sports Sites, Ports,
Construction Sites, Plaza -Building
Entrance Lighting Applications and
Other Outdoor Lighting
Applications

: Elektrostatik Boyall Aliminyum

Profil Gévde

: Temperli Cam

Switch Mode, Sabit Akim LED Glg
Kaynagi.

1 IP 65

: Yuksek Isi ve Darbe Dayanimi.

Dikeyde 180 Derece
Yénlendirilebilir Baglant
Aluminyum Yan Kapaklar
Opsiyonel "RAL" Renkleri
Uygulanabilir

Yuksek Lumen Cikisli Ledler ve
Duslik Kayiph Trafo ile Maksimum
Verim

AcI Secenekli Dustk Kayipli
Lensler

Parklar, Bahgeler, Fabrikalar,
Meydanlar, Bina Cephe
Aydinlatmalari, Agik Otopark
Aydinlatmalari, Alan
Aydinlatmalari, Spor Alanlari
Limanlar, Santiyeler, Plaza Bina
Girisi Aydinlatma Uygulamalar ve
Diger Dis Mekan Aydinlatma
Uygulamalari
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