RECESSED LUMINAIRES / SIVAALTI ARMATURLERI
RECESSED LINEAR / SIVAALTI LINEER

LN M
Indoor Recessed Direct  Lincar Connctivity Magnetic Ballast  Electronic Ballast Electronic Dimm.  Emergency
¢ Mekan Stvaaln Direkt  Lincer Baglanabilir  Manyerik Balast ~ Elektronik Balast  Elekaronik Dinii Acil Durum

* Front and side apperance of GFLN 100, Produced with double parabolic bright reflector in
standard. End-cuts are tailored to application requirements. Quick connectors applied for suppling
easeness on assembling for linear connections.

* GFLN 100 Onden ve yandan gériiniimii,standart olarak gift parabolik parlak reflektor ile imal
edilmektedir.Birlesim kismi kesimleri uygulama alani ihtiyaglarina gore sekillendirilmektedir. Hizli
baglanti gegme konnektorler lineer baglantilarda kolaylik saglamaktadir.
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Linear Connetivity - Magnetic Ballast  Electronic Ballast ~Electronic Dimm.  Emer

Iy Mekan Stvaaln Direki Lineer Baglanabilir - Manyetik Balasi Elekironik Balast  Elekironik Dinili il Durin

* Diffuser is fixed to the frame that is secured to housing via 4 steel wire clips.

* Cami barindiran gergeve govdeye 4 adet gelik tel klips ile sabitlenmektedir.

LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG.
% 1x36 W T8 G13 155 1240 130 3.9
% 2x36 W T8 G13 155 1240 130 4.1
% 1x58 W T8 G13 155 1540 130 47
% 2x58 W T8 G13 155 1540 130 4,9
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GESTAS

LIGHTING

GFLN 100

BODY
GLASS/DIFFUSER

REFLECTOR

ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE
CAMDIFUZOR

REFLEKTOR

ELEKTRIKSEL KOMP:

KORUMA SINIFI
DiGER OZELLIKLER :

KULLANIM ALANLARI :

: General-Pu

: DKP Metal & Electrostatic Painted
UV - Stablllzed Acrylic Diffuser

With High Light-Transmission
Permeability (GFLN 110)

: Matt or Bright Reflector

Single or Double Parabolic
Reflector Option

netlc / Electronic / Dimmable
ast, Emergency Kit Additionally
Aplema le

IP 2
P 20 (GFLN110)

: Linear Connectivity.

Vertically Placed Twin Lamps
ose Interior Spaces,
Batten-type Linear Lighting
Projects, Offices, Industrlal Areas,
Restrooms ,Economic Indoor
Lighting Preferred Applications

: DKP Sac & Elektrostatik Boyall
: UV Stabilizeli Yiksek Gegirgenlikli

Akrilik Diftizér (GFLN 110)

: Mat veya Parlak Aliminyum

Reflektor
ift veya Tek Parabolik Reflektor
ecenegi

Manyetik / Elektronik / Dim
Edilebilir Balast ve Ek Uygulanabilir
Emergency Kit (Acil Kit)

1 IP20
IP 40 (GFLN110)

Lineer Baglanabilir
Dikey Konumlandiriimis ikiz Ampul

Genel amagl dahili mekanlar, Bant

Tipi Lineer Aydinlatma PrOJeIerl

Burolar, Endustriyel Alanlar,

Tuvaletler Ekonomik

N?/dmlatmanm Tercih Oldugu i¢
kan Uygulamalar

GFLN 110
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