CLEAN ROOM LUMINAIRES / STERIL ODA ARMATURLERI
GESTAS

RECESSED & SURFACE / SIVAALTI & SIVAUSTU LIGHTING

GSTL65 A100

BODY : DKP Metal & Electrostatic Painted
GLASS / DIFFUSER : Tempered Glass

ELECTRICAL COMP : Magnetic / Electronic / Dimmable
Ballast, Emergency Kit Additionally
Appliciable

PROTECTION CLASS: IP 65

OTHER FEATURES : Integrated Mounting Kit for water-
dust proofness

USAGE AREAS : Hospitals, High Humidty Areas,
Pharmacies, Sterile Areas, Food
Preperation Areas, Medicine
Production Areas, Clean Rooms,
Surgery Rooms, Clinics,
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LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX / KOLi CAM/DIFUZOR  :Temperii Cam
% 2x18 W T8 G13 295 597 90 4,3 (mm) ELEKTRIKSEL KOMP: Manyetik / Elektronik / Dim
/ Edilebilir Balast ve Ek Uygulanabilir
3x18/4x18 WT8 G13 597 597 90 6,8 305 s Emergency Kit (Acil Kit)
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\ 4x14 W T5 G5 597 597 75 6,5 # KORUMA SINIFI :IP 65
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\ 4x24 W T5 G5 597 597 75 6,6 85 Sizdirmaz Baglanti Kiti
Tempered glass removed by unattaching the KULLANIM ALANLARI : Hastaneler, Ylksek Nem Oranl

Alanlar, Eczaneler, Steril Alanlar,
Yemek Hazirlama Alanlari, llag
Imalathaneleri, Temiz Odalar,
Ameliyathaneler, Klinikler,

chrome screws with the help of a screwdriver.
Complete gasketing exists between glass and
housing. Silicon ring type gaskets attached to

chrome screws to reach total weather-tightness L.aboratuarlar ve Benzeri Hijyenin

level. On Planda Tutuldugu ve Yiksek
. . . A Hassasiyette Optik Isik Dagilimi

Temperli cam krom basl vidalarin bir tornavida Talep Edilen I¢ Mekanlar

yardimi ile soklilmesi suretiyle cikartilabilmektedir.
Cam ve govde arasi tamami conta ile izole
edilmistir. Silikon gegit tipi contalar tam
sizdirmazliga ulasilabilmesi igin krom vidalara
adapte edilmistir.

GSTL65 A100-T8UL

Front apperance of
GSTL65 A100 luminaire
with 2x36W (T26)
_ lamps version.
-
GSTL65 A100 tipi
Grtnlin 2x36W T8 (T26)

ampullu versiyonunun
onden goérinimu.
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CLEAN ROOM LUMINAIRES / STERIL ODA ARMATURLERI
RECESSED & SURFACE / SIVAALTI & SIVAUSTU

GSTL65 A100 type Recessed Clean Room Luminaires are designed to be installed on application spaces without using any holes
or drills to the luminaire housing, thus suppling the total water and dustproofness. Because sterilization is important on some of the
clean-room applications GSTL65 Series also can be produced with anti-bacteria paints preventing bacteria growth and destroying
dangerous bacteria like flu, e-coli, prevmania and many others, helps preventing spreading of diseases especially on health care
applications.

GSTL65 A100 tipi gémme steril oda armatirleri uygulama alanlarina montaj yapilirken gévde lzerinde herhangi bir delik agma islemi
gerektirmez ve ayni zamanda gdvdesi lzerinde kendiliginden bir delikte barindirmamaktadir. Bu da armatiirde tam su ve toz
sizdirmazligi saglamaktadir. Bazi steril oda uygulamalarinda sterilizasyon énemli bir yer tuttugundan, GSTL65 serisi Grlnler ayni
zamanda bakteri olusumunu &nleyici ve flu, e-coli, prevmania ve benzeri bakteri tirlerini éldlricl 6zellikteki anti bakteriyel boya ile
boyanabilmektedir. Bu sayede &zellikle sadlik uygulamalarinda salgin hastaliklarin yayiimasinin éniine gegmekte yardimci olabilmektedir.

Innovative revolving ceiling brackets makes installations easier than ever, mechanism is working by tightening 4 screw heads placed
inside the housing. The brackets revolves mechanically by itself and fixes luminaire to the ceiling during screwing. No need to
intervention on back part or outer surface of luminaire, all operations done from inside the luminaire. Also no “IP” killer holes exist
inside the housing by the help of the system.

Yenilikci doner tavan kelepgeleri montaj islemlerini olmadigi kadar kolaylastirmaktadir. Mekanizma armaturiin gévde ve i¢ kisminda
bulunan 4 adet vida basinin sikilmasi yardimiyla ¢alismakta olup, islem sonucunda kelepgeler mekaniksel olarak kendiliginden
ddnerek pozisyon almakta ve sonrasinda armatlrii tavana sabitlemektedir. Armatiriin 6ne veya dis kismina miidahale gerektirmez,

tim operasyonlar armatir igerisinden yapilabilmektedir. Ayrica bu sistem yardimiyla “IP” bozucu delikler govde lzerinde yer
| almamaktadir.
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