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Magnetic Ballast ~ Electronic Ballast Electronic Dimm.
Manyetik Balast  Elektronik Balast  Elektronik Dimli

Emergency
Acil Durum

Healthcare lighting must be more sensitive comparing to standard lighting applications. Waiting
halls, patient rooms, surgery rooms and likely facilities should be also designed by considering
physical effects of light on humans. GSTL65 A200 provides equal light distrubition to every point
and avoides irritant sharp light in environment. Suitable to use on many ceiling types GSTL65
A200 offers a simple design and an economical solution.

Saglik sektoriinli kapsayan aydinlatmalar standart aydinlatma uygulamalarina gére daha hassas
olmalidirlar. Bekleme odalari, hasta odalari, ameliyat odalari ve benzeri fasiliteler tasarlanirken
ayni zamanda 1s1§In insanlar lizerindeki fiziksel etkileride g6z 6nline alinmalidir. GSTL65 A200
her noktaya esit bir 1sik dagilimi saglamakla birlikte; rahatsiz edici keskin 1sik ¢iktilarini dnlemektedir.
Cesitli tavan yapilarina uygunluguyla GSTL65 A200 kullanicisina hem sade bir tasarim hemde
ekonomik bir ¢6ziim sunmaktadir.

% LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX / OLi
3x18/4x18WT8 G13 595 595 90 4,4/4,9 (mm)
X, 2x36 W T8 G13 205 1200 90 58 3
' 605 #eﬁ'ﬂ
N, 336/4x36WT8 G13 505 1200 90 85/10,8 L
X, 2x68 W T8 G13 295 1500 90 7,5 9% 1Z10
3x58/4x58 WT8 G13 595 1500 90 10,5/12,6
4x14 W T5 G5 595 595 75 55
X, 424 W T5 G5 595 595 75 56
2x28 W T5 G5 205 1200 75 84
X, 24654 W T5 G5 295 1200 75 85
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GSTL65 A200

BODY
GLASS/DIFFUSER

: DKP Metal & Electrostatic Painted
: Tempered Glass

ELECTRICAL COMP : Magnetic / Electronic / Dimmable
Ballast, Emergency Kit Additionally
Appliciable
PROTECTION CLASS: IP 65
OTHER FEATURES : DKP Metal & Electrostatic Painted
Frame
USAGE AREAS : Hospitals, High Humidty Areas,
Pharmacies, Sterile Areas, Food
Preaperation Areas, Medicine
Production Areas, Clean Rooms,
Surgery Rooms, Clinics,
Laboratories and Similar Areas
where Hygiene is important and
High-Precision Optical Light
Distribution Demanded Interior
Applications

GOVDE
CAM/DIFUZOR

: DKP Sac & Elektrostatik Boyali
: Temperli Cam

ELEKTRIKSEL KOMP: Manyetik / Elektronik / Dim
Edilebilir Balast ve Ek Uygulanabilir
Emergency Kit (Acil Kit)

KORUMA SINIFI 1 IP 65

DIGER OZELLIKLER : DKP Sac & Elektrostatik Boyali
Cergeve

KULLANIM ALANLARI : Hastaneler, Yiiksek Nem Oranli
Alanlar, Eczaneler, Steril Alanlar,
Yemek Hazirlama Alanlari, llag
Imalathaneleri, Temiz Odalar,
Ameliyathaneler, Klinikler,
Laboratuarlar ve Benzeri Hijyenin
On Planda Tutuldugu ve Yuksek
Hassasiyette Optik Isik Dagilimi
Talep Edilen Ig Mekanlar
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