PENDANT LUMINAIRES / ASKI TiP ARMATURLER n GESTAS
LIGHTING

GEAS 100

BODY : DKP Metal & Electrostatic Painted

GLASS/DIFFUSER  : UV - Stabilized Acrylic Diffuser
With High Light-Transmission
Permeability

ELECTRICAL COMP : Electronic / Dimmable Ballast,
Emergency Kit Additionally
Appliciable

PROTECTION CLASS: IP 40

OTHER FEATURES : Direct Lighting or Direct-Indirect
Lighting Versions Available.
Easy Installation Suspension
System

USAGE AREAS : Offices, Hallways, Stairs, Stores,
Hotels, Conference Halls,
Shopping Centers, Structure
Entrances, Classrooms, Custom
and Decorative Locations
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I‘"“t‘;‘l "““!L“l P40 GOVDE :DKP Sac & Elektrostatik Boyali

Indoor Pendant Direct&Indirect Direct Electronic Ballast Electronic Dimm.  Emergency

I Mekan Asta Tipi DirektEndireki Direkt Elektronik Balast  Elektronik Dimli Acil Durum CAM/DIFUZOR : UV Stabilizeli Yiksek Gegirgenlikli
Akrilik Diftizor

ELEKTRIKSEL KOMP: Elektronik / Dim Edilebilir Balast
ve Ek Uygulanabilir Emergency
Kit (Acil Kit)

KORUMA SINIFI 1P 40

DIGER OZELLIKLER :Direkt Aydinlatma veya Direkt-
Endirekt Aydinlatma Versiyon
Secenegi
Kolay Montaj Aski Sistemi

KULLANIM ALANLARI : Ofisler, Koridorlar, Merdivenler,
Magazalar, Oteller, Konferans
Salonlari, Aligveris Merkezleri,
Bina Girigleri, Derslikler, Ozel ve
Dekoratif Mekanlar

Available Versions / Versiyon Secenekleri

01.
Direct Lighting
Direkt Aydinlatma

02.
Direct & Indirect Lighting
Direkt & Endirekt Aydinlatma

An exciting pendant luminaire with rounded corners giving a feeling of smoothness and pureness. With its distinctive
design, GEAS 100 differentiates its environment by becoming one of the key elements of the application spaces.
Direct & Indirect Lighting Versions are also available where standard production is Direct Lighting version. Allows
enhanced positioning and adjustment possibilites on installation, thanks to it is 2 point fixing hanger system.

03.
Indirect Primary & Direct Lighting
Endirekt Agirlikli & Direkt Aydinlatma

Yuvarlatiimis Ust gorinimlu kenarlari ile heyecan uyandiran bir aski tipi armatlr olmakla beraber akicilik ve sadelik
duygularini hissettirmektedir. Farkli ve kendine 6zgu tasarimiyla GEAS 100 uygulandidi yerin anahtar elementlerinden
biri haline gelerek ortami farklilastirmaktadir. Standart Gretimi “Direkt” aydinlatma versiyonudur. Bunun yani sira Direkt Transparent upper diffuser applied on indirect versions.
& Endirekt kombineli versiyonlarida mevcuttur. Cift noktali aski sistemi ile montaj esnasinda daha iyi konumlandirilabilme Endirekt versiyonlarda transparan cam kullaniimaktadir.
ve ayar yapilabilmektedir.

LAMP TYPE SOCKET A(mm) B (mm) K.G. BOX / OLi
2x28 W T5 G5 180 1190 45 5,1 (mm)
2x54 W T5 G5 180 1190 45 51
2x35 W T5 G5 180 1490 45 64

TN, 249 W T5 G5 180 1490 45 64

www.gestas.com.tr




