PENDANT LUMINAIRES / ASKI TiP ARMATURLER GESTAS
LIGHTING

BODY : Extruded Aluminium Profile Body
GLASS/DIFFUSER  : UV - Stabilized Acrylic Diffuser
With High Light-Transmission
Permeability
REFLECTOR : Matt or Bright Reflector
ELECTRICAL COMP : Magnetic / Electronic / Dimmable
Ballast, Emergency Kit Additionally
Appliciable
PROTECTION CLASS: IP 40
OTHER FEATURES : Easy Installation Suspension
System
Indirect Lighting Versions Available
USAGE AREAS : Offices, Hallways, Stairs, Stores,
Hotels, Conference Halls,
Shopping Centers, Structure
Entrances, Classrooms, Custom
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¥ P Fuinets Ve b Biknons Dot Eetons Dt e B GOVDE : Aliminyum Profil G6vde
CAM/DIFUZOR : UV Stabilizeli Yiiksek Gegirgenlikli
Akrilik Diftizor
REFLEKTOR :Mat veya Parlak Aliminyum
Reflektér
ELEKTRIKSEL KOMP: Manyetik / Elektronik / Dim
Edilebilir Balast ve Ek Uygulanabilir
Emergency Kit (Acil Kit)
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DIGER OZELLIKLER :Kolay Montaj Aski Sistemi.
Endirekt Aydinlatma Versiyon
Secenegi
KULLANIM ALANLARI : Ofisler, Koridorlar, Merdivenler,
Magazalar, Oteller, Konferans
Salonlari, Aligveris Merkezleri,
Bina Girigleri, Derslikler, Ozel ve
Dekoratif Mekanlar
¥
GEAS 550 from various angles, serves as excellent up-lighting (indirect) solution. Hanger system maybe choosed No cables from ceiling to luminaire is visible with
from options rigid shaft or wire suspension. the rigid shaft option.
GEAS 550 farkli agilardan goriinima. Mikemmel bir endirekt aydinlatma ¢ézimudur. Aski sistemi tijli, aski telli Aski tijli secenekte tavandan armatre inen kablo
secenekleri arasindan secilebilmektedir. tij icerisine gizlenebilmektedir.
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