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“Indoor Pendant Direct Magnetic Ballast ~ Electronic Ballast
I Mekan Askt Tipi Direkt Manyetik Balast~ Elekironik Balast

PENDANT LUMINAIRES / ASKI TIP ARMATURLER

Side appearance of GEAS 2700, facet reflector
painted with sand-gray paint on the outer side where
the inner side is matt anodized aluminium. Perfectly
matches with medium height ceiling applications
like shops and ceilings which are over 3.5 m.

GEAS 2700 yandan goriniimd, faset reflektor kismi
disardan kumlu gri boyalidir. Reflektdr i¢ kismi ise
mat anodizelidir. Magaza benzeri 3.5 metre ve
yukarisindaki orta yukseklikteki tavan uygulamalarina
mikemmel bir uyum saglamaktadir.

GEAS 2700 with compact fluorescent lamp
GEAS 2700 kompakt floresan ampulli

LAMP TYPE SOCKET
% 1x35 W/ 1x70 WM.H.  Rx7S
1X70 W/ 1x150 WM.H. E40
1x ECO (Max 72W) E27

&4

GEAS 2700 with metal hallide lamp
GEAS 2700 metal halide ampulli

Hmm) KG. BOX / OLi
540 4.2 (mm)
540 5,1 —
560 #M
540 2.8 .
460 460
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GEAS

BODY
GLASS/DIFFUSER

REFLECTOR
ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE
CAM/DIFUZOR

REFLEKTOR
ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER
KULLANIM ALANLARI :

2700

: Aluminium & Electrostatic Painted

1 UV - Stabilized Acrylic Diffuser

With High Light-Transmission
Permeability (Optional)

: Matt Anodized

Magnetic / Electronic Ballast
Option (Metal Hallide Series)

IP 20

: Easy Installation Suspension

System

: Offices, Hallways, Stairs, Stores,

Hotels, Conference Halls,
Shopping Centers, Structure
Entrances, Classrooms, Custom
and Decorative Locations

: Aluminyum & Elektrostatik Boyali
1 UV Stabilizeli Yiksek Gegirgenlikli

Akrilik Difizor. (Opsiyonel)

: Mat Anodizeli

Manyetik / Elektronik Balast
Secenegi (Metal Halide Serisi)

11P 20
: Kolay Montaj Aski Sistemi

Ofisler, Koridorlar, Merdivenler,
Magazalar, Oteller, Konferans
Salonlari, Aligveris Merkezleri,
Bina Girisleri, Derslikler, Ozel
ve Dekoratif Mekanlar
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