PENDANT LUMINAIRES / ASKI TIP ARMATURLER
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Indoor Pendant Direct
I Mekan Aska Tipi Dirckt
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Electronic Ballast Electronic Dimm. ~ Emergency
Elektronik Balast  Elekironik Dimli — Acil Durum

Side color bars (stripes) creates a different atmosphere
in application spaces and made from acrylic material.
Can be chosen from various color options, desired
color should be specified during order process. Please
refer table below for color options.

Yan kisimda bulunan renkli gubuklar uygulama alanina
farkli bir atmosfer kazandirmaktadir. Akrilik malzemeden
Uretilmis olup arzu edilen renk segenegi siparis
asamasinda belirtilmelidir. Litfen renk segenekleri igin
asagida bulunan tabloyu referans aliniz.

Inner apperance of electrical compartement, a socket
connector placed inside power inlet area in case the
luminaire needs to be demounted or replaced necessary
operations done easily.

Elektriksel bolimin igten goriinimdi, soket gecme
konnektorler gl girisi kisminda kullanilarak armatiriin
sokilmesini veya degistirilmesini gerektiren durumlarda
yapilmasi olasi olan operasyonlar kolaylastiriimistir.

After fixing the ceiling cups to the ceiling in order to make any operations
on electrical components two chrome screws over the cover is
deattached, luminaire stays suspended by help of two chain hangers
fixed on housing and cover on the other side. A mains cable supplied
with wire suspension system which terminal connections are ready-
maéie,d only mains connection to the terminals inside ceiling cups needs
to be done.

Rozanslar tavana sabitlendikten sonra elektriksel elemanlar Uzerinde
herhangi bir islem yapmak igin armatur st kapagi lizerindeki 2 adet
krom vida sokulerek erisim saglanir, kapak agik konumdayken armatur

bir ucu gévdeye bir ucu kapaga sabitlenmis olan 2 adet zincir aski
yardimiyla askida kalabilmektedir. Elektrik baglanti kablosu aski tel
sistemi beraberinde verilmektedir. Armatur ici terminal baglantilar
yapilmis olup sadece rozans igerisindeki terminallere elektrik baglantisi
yapilmasi yeterlidir.

Color Options / Renk Opsiyonlari
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01. Black / Siyah 02. Red / Kirmizi

03. Blue / Mavi
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04. Orange / Turuncu

05. Grey / Gri

LAMP TYPE SOCKET A (mm)

N K14/ 124 WT5 G5 80
N, 121/ 138 WT5 G5 80
N 128/ 1X54WT5 G5 80
N, 1x35/1x80WT5 G5 80

06. White / Beyaz

B (mm) H (mm) K.G. BOX/ KOLI
575 85 24 (mm)

875 85 2,7
95 . #4’%’

1175 85 3,2

585 / 885
1475 85 33 %0 11857 1485
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GEAS 1100 T5C

BODY : Extruded Aluminium Profile Body
GLASS/DIFFUSER : UV - Stabilized Polycarbonate
Diffuser

ELECTRICAL COMP : Electronic / Dimmable Ballast,
Emergency Kit Additionally
Appliciable
PROTECTION CLASS: IP 40
OTHER FEATURES : Decorative Color Selectable Side
Stripes.
Adjustable Single Point Steel Wire
Suspension System
Electrostatic Paint
USAGE AREAS : Offices, Hallways, Stairs, Stores,
Hotels, Conference Halls,
Shopping Centers, Structure
Entrances, Classrooms, Custom
and Decorative Locations

GOVDE
CAM/DIFUZOR

: Aliminyum Profil Govde
: UV Katkil Polikarbonat Diftizor.

ELEKTRIKSEL KOMP: Elektronik / Dim Edilebilir Balast
ve Ek Uygulanabilir Emergency
Kit (Acil Kit)
KORUMA SINIFI 1 1P 40
DIGER OZELLIKLER : Dekoratif Renk Segenekli Yan
Bantlar
Ayarlanabilir Tek Noktali Celik Tel
Aski Sistemi
Elektrostatik Boya

KULLANIM ALANLARI : Ofisler, Koridorlar, Merdivenler,
Magazalar, Oteller, Konferans
Salonlari, Alisveris Merkezleri,
Bina Girigleri, Derslikler, Ozel ve
Dekoratif Mekanlar
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