PENDANT LUMINAIRES / ASKI TIP ARMATURLER

GEAS 1850

BODY : Aluminium & Electrostatic Painted

GLASS/DIFFUSER  : UV - Stabilized Acrylic Diffuser
With High Light-Transmission
Permeability (Optional)

ELECTRICAL COMP : Electronic Ballast Option
(Metal Hallide Series)

PROTECTION CLASS: IP 40

OTHER FEATURES : Suitable for use with Energy
Saving Compact Fluorescent
Lamps
Easy Installation Suspension
System

USAGE AREAS : Offices, Hallways, Stairs, Stores,
Hotels, Conference Halls,
Shopping Centers, Structure

Pt — I]!l“wl e Entrances, Classrooms, Custom
‘ (1Y ||||||"II 1P 40 and Decorative Locations
A2 Al
Indoor Pendant Direct Electronic Ballast Electronic Dimm.
I Mekan Aski Tipi Direkt Elektronik Balast  Elektronik Dimli
GOVDE :Aluminyum & Elektrostatik Boyali
CAM/DIFUZOR : UV Stabilizeli Yiiksek Gegirgenlikli

Akrilik Diftizor. (Opsiyonel)

ELEKTRIKSEL KOMP: Elektronik Balast Secenegi
(Metal Halide Serisi)

KORUMA SINIFI 1P 40

DIGER OZELLIKLER :Enerji Tasarruflu Kompakt
Floresan Ampullerle Kullanima
Uygun
Kolay Montaj Aski Sistemi

KULLANIM ALANLARI : Ofisler, Koridorlar, Merdivenler,
Magazalar, Oteller, Konferans
Salonlari, Alisveris Merkezleri,
Bina Girisleri, Derslikler, Ozel ve
Dekoratif Mekanlar

Various color options of GEAS 1800, Inner reflector area can be painted in matt RAL 9016 reflective white
color as an option, standard production for Reflector surface is matt anodized coating.

GEAS 1800 gesitli renk versiyonlari, Reflektor i¢ kismi opsiyonel olarak mat yansitici RAL 9016 beyaz boyali
olarak imal edilebilmektedir. Standart Uretim reflektor ylizeyi mat anodize kaplamalidir.

GEAS 1850 can be both supplied with metal halide ballast-reflector kit Color Optlons / Renk OPSIyonIa”

which enables using Rx7S type of M.H lamps. . 01. Wrinkle Red / Kirisik Kirmizi
GEAS 1850 modeli metal halide ampul kullanimina imkan veren balast- . 02. Wrinkle Brown / Kirisik Kahve
reflektor kiti ile tedarik edilebilmektedir. Bu versiyonda Rx7S tipi MH. . . .
Ampul kullaniimaktadir. 03. Wrinkle Black / Kirisik Siyah

|| 04.RAL Options / RAL Renkleri
E

*Color section must be specified on ordering.
*Renk secimi siparis agsamasinda belirtilmelidir.

LAMP TYPE SOCKET @A(mm) B(mm) H(mm) KG. BOX [ KOLi
1x ECO (Max 27W) E27 855 - 285 2,3 (mm)
Ly, 1x35W / 1x70W MH Rx7S 355 - 285 26 4 S y
360 360
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