INDUSTRIAL TYPE LUMINAIRES / ENDUSTRIYEL TIP ARMATURLER
BATTEN TYPE / BANT TiPi

GFTW 1

BODY : DKP Metal & Electrostatic Painted
REFLECTOR : Electrostatic Painted Reflector

ELECTRICAL COMP : Magnetic / Electronic / Dimmable
Ballast, Emergency Kit Additionally
Appliciable

PROTECTION CLASS: IP 20

OTHER FEATURES : Twin Luminaires with Single
Electronic Ballast Appliciable
(GFTW 2)
Lossless Edge To Edge Application

: Industrial Sites, Projects, Linear

/\ ! '"“w —~ USAGE AREAS
I I © 5 Lighting, Assembly Lines,
gé J@%’l i|||lt§‘2 II||“““ EI ‘ 1P 20 Economic Indoor Linear Lighting
SN y / Al ) y Preferred Applications
Indoor Surface Linear Connctivity Direct Magnetic Ballast  Electronic Ballast Electronic Dimm.  Emergency
I¢ Mekan ivaiistii ineer Baglanabilir Direkt ‘Manyetik Balast Elektronik Balast  Elektronik Dimli Acil Durum

GOVDE : DKP Sac & Elektrostatik Boyali

REFLEKTOR : Elektrostatik Boyali Reflektor.

LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX / KOLi )
ELEKTRIKSEL KOMP: Manyetik / Elektronik / Dim

N 1x18 W T8 G13 60 607 40 1,1 (mm) Ediebilr Balast i Ek Igly)gulanabilir
/ mergency Kit (Acil Kit
§ — — €0 1217 40 21 130 #afyf KORUMASINIFI = IP 20
1x58 W T8 G13 60 1517 40 2,5 530 DIGER OZELLIKLER : Tek Elektronik Balast ile Cift
N, 14/ 124 WT5 G5 40 566 40 09 0 1230 (GEaw ) Uygulama Segeneg
X, 121/ 1BOWT5 G5 40 866 40 12 580 B ouna Kayipsiz
\ 1x28 / 1x54 W T5 G5 40 1166 40 1,8 1480 KULLANIM ALANLARI : Enddistriyel Alanlar, Projeler,

Lineer Isik Bantllari, Montaj Hatlari,

1x35/ 1x80 W T5 G5 40 1466 40 21 Ekonominin On Planda Oldugu

Lineer Aydinlatma Projeleri

GFTW 2

v b E'

[ ] Edge to edge application.

3 , % 4@%{ “im!ﬂ ﬁll"'l"l ‘ 1P 20 Ug uca eklenebilirlik.
LAMP TYPE SOCKET A(mm) B(mm) H(mm)  KG. BOX / KOLi
x 2x28 W T8 G13 60 607 40 2,2 (mm)
X, 2x36 W T G13 60 1217 40 42 //
130 #5,@,‘,’3 B A
N 2x58 W T8 G13 60 1517 40 4.8 | 1
70 830 HE
2x24/2x24WT5 G5 40 566 40 2,0 f 120 I 5
TN, 222/ 239WT5 G5 40 866 40 24 %80
TN\, 228/254WT5 G5 40 1166 40 28 1480 C .
X\, 2G5/260WT5 G5 40 1466 40 42
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