INDUSTRIAL TYPE LUMINAIRES / ENDUSTRIYEL TIP ARMATURLER

HIGH BAY INDUSTRIAL LUMINAIRES / YUKSEK TAVAN ENDUSTRIYEL ARMATURLERI

GDE 65

BODY

GLASS/DIFFUSER
REFLECTOR

ELECTRICAL COMP :
PROTECTION CLASS:
OTHER FEATURES

GESTAS

LIGHTING

: Aluminium Die-Cast (GDE 65)

Spun Metal & Electrostatic Painted
(GDE-S 65)

: Tempered Glass

: Special Coated Aluminium

Reflector For Maximum Reflection
and Efficiency

Magnetic / Electronic Option

IP 65

: Various Types Electrical

Component Boxes For High Bay
Indoor Areas.

Protection Wire Mesh

— (Optional)

High Protection Against Moisture
and Dust IP65 Protection
Gasket and Special Aluminium
Profile Locking System

Practical and Easy Installation

REFLECTOR

REFLEKTOR
BOX/ KOL/

at -~ AN
- 4@& Iﬂmﬂ IP 65

Indoor Pendant Direct
I¢ Mekan Aska Tipi Dirckt

USAGE AREAS : Industrial Spaces, Warehouses,
Fairgrounds, High Bay
Applications, Closed Area Sport
Halls, Factories, Supermarkets,

Hangars, Closed Car Parks.

: Aliminyum Dokim (GDE 65)
Sac Sivama & Elektrostatik Boyali
(GDE-S 65)

Magnetic Ballast  Electronic Ballast
Manyetik Balast  Elektronik Balast

LAMP TYPE SOCKET @A (mm) B (mm)
% 4x26 W CT G24d 470 -

1x125 W MER E27 470 -

H(mm) K.G.
510 4,6
510 51
510 6,2
510 6,3
510 7,8/9,4
510 7.9

GOVDE

CELL
HUCRE

BOX [ KOLi
(mm)

CAM/DIFUZOR
REFLEKTOR

: Temperli Cam

1x70 /1x150 WM.H.  Rx7S 470 -
N 1x70 /1x150 WM.H.  E40 470 =
% 1x250 / 1x400 W MER.  E40 470 -
N 1x250 / 1x400 WM.H.  E40 470 =

: Maksimum Yansima ve Verim igin
Ozel Kaplamali Aluminyum
Reflektor

ELEKTRIKSEL KOMP: Manyetik / Elektronik Segenegi.

KORUMA SINIFI 1 1P 65

DIGER OZELLIKLER

: Yiksek Tavanh Kapali Alanlar Igin
Degisik Tiplerde Elektriksel
Elemanlar Kutusu
Tel Koruma Kafesi
(Opsiyonel)

Toza ve Neme Kars! Yiksek
Dayanimli IP65 Koruma.
Conta ve Ozel Aluminyum
Profilden Kitleme Sistemi
Pratik ve Kolay Montaj

KULLANIM ALANLARI : Endustriyel Mekanlar, Depolar,
Fuar Alanlari, Yiiksek Tavan
Uygulamalari, Kapali Spor
Alanlari, Fabrikalar,
Sulpermarketler, Hangarlar, Kapali
Otoparklar.

) REFLECTOR
S W Iiimml IP 65 REFLEKTOR Gearbox can be opened by loosening 4 screws on
™M A2 BOX/ KOl i housing then turning slightly clock-wise. Luminaire still
Indoor Pendant Direct Magnetic Ballast ~ Electronic Ballast (mm) stays suspended while servicing.
I¢ Mekan Ask Tipi irekt Manyetik Balast  Elektronik Balast

Elektriksel kutu gévde (izerindeki 4 adet vidanin
gevsetilmesi ve saat yonlinde gevrilmesi sonucu

LAMP TYPE SOCKET @A (mm) B (mm) H(mm) K.G. acllabilmektedir. Armatlr servis siresince askida
%z 4x26 W CT G24d 470 - 550 4,4 kalabilmektedir.

% 1x125 W MER E27 470 - 550 4,8
D% IX70 /1x150 WMH. Rx7S 470 - 550 5,9 HOGRE
% 1X70 /1x150 WM.H. E40 470 - 550 6,1 B0 H H
% 1x250 / 1x400 W MER.  E40 470 - 550 7,5/9,1

1x250 / 1x400 W M.H.  E40 470 - 550 7,7 280
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