INDUSTRIAL TYPE LUMINAIRES / ENDUSTRIYEL TIP ARMATURLER

HIGH BAY INDUSTRIAL LUMINAIRES / YUKSEK TAVAN ENDUSTRIYEL ARMATURLERI

GDK

BODY : DKP Metal & Electrostatic Painted

REFLECTOR : Special Coated Aluminium
Reflector For Maximum Reflection
and Efficiency

ELECTRICAL COMP : Magnetic / Electronic Option
PROTECTION CLASS: IP 20

OTHER FEATURES : Various Types Electrical
Component Boxes For High Bay
Indoor Areas
Optional Additional Glass and Wire
Protection Cage Appliciable.
Used With Track Mounted System.
Practical and Easy Installation

USAGE AREAS : Industrial Spaces, Warehouses,
Fairgrounds, High Bay
Applications, Closed Area Sport
Halls, Factories, Supermarkets,

AR  —— B Hangars, Closed Car Parks.
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REFLEKTOR : Maksimum Yansima ve Verim igin

Ozel Kaplamali Aluminyum
Reflektor

Electrical components cell opened by moving locking clips for ELEKTRIKSEL KOMP: Manyetik / Elektronik Secenegi

servicing and maintance work no tools are required. Two hinges KORUMA SINIFI (1P 20
holds upper cover stabilized to the base chassis and reflector while L ) '
open. DIGER OZELLIKLER : Yiksek Tavanli Kapali Alanlar Igin

Degisik Tiplerde Elektriksel

kilitteme klipsini hareket ettirerek acilir. Alet kullanimi gerektirmez.
2 adet mentese Ust kapagi agikken taban sasesi ve reflektor kismina
sabitler.

Easy montage track installation system. Main Track comes with
the luminaire is fixed to the place of installation then luminaire
is fixed by sliding on installed track. High specular Anodized

KULLANIM ALANLARI :

Elektriksel komponentler hiicresi servis ve bakim islemleri igin Elemanlar Kutusu.

Opsiyonel llave Cam ve Tel
Koruma Kafesi Uygulanabilir.
Ray Montaj Sistemleri lle Kullanilir.
Pratik ve Kolay Montaj

Endustriyel Mekanlar, Depolar,
Fuar Alanlari, Yiksek Tavan
Uygulamalari, Kapali Spor
Alanlari, Fabrikalar,
Siipermarketler, Hangarlar,
Kapali Otoparklar.

Aluminium Reflector outcomes an improved reflection and higher
light output.

Kolay monte edilebilir Ray Montaj Sistemi. Ana Ray pargasi armatur
beraberinde tedarik edilmektedir ve montaj yapilcak yere
sabitlendikten sonra armatir ray Ulzerinde kaydirilarak
sabitlenmektedir. Yiksek yansitma 6zellikli Anodize Aluminyum
Reflektor iyilestiriimis yansima ve yliksek isik giktisi saglamaktadir.

Front Apperance of GDK
GDK 6nden goérinimi
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LAMP TYPE SOCKET @A (mm) B(mm) H(mm) KG.

%Z 4x26 W CT G24d 470 - 420 41 REFLECTOR TRACK MOUNT

% REFLEKTOR RAY MONTAJ
1x125 W MER E27 470 - 420 44 BOX /100l BOX /| 1001

e% 1x70 /1x150 W M.H. Rx7S 470 - 420 52 (mm) (mm)

% 1x70 /1x150 W M.H. E40 470 - 420 53

% 1x250 / 1x400 W MER. E40 470 - 420 6,1/7,8

% 1x250 / 1x400 W M.H. E40 470 - 420 6,2
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