INDUSTRIAL TYPE LUMINAIRES / ENDUSTRIYEL TiP ARMATURLER n GESTAS
HIGH BAY INDUSTRIAL LUMINAIRES / YUKSEK TAVAN ENDUSTRIYEL ARMATURLERI LIGHTING

GDSK

BODY : DKP Metal & Electrostatic Painted

REFLECTOR : Special Coated Aluminium
Reflector For Maximum Reflection
and Efficiency

ELECTRICAL COMP : Magnetic / Electronic Option
PROTECTION CLASS: IP 20

OTHER FEATURES : Various Types Electrical
Component Boxes For High Bay
Indoor Areas
Optional Additional Glass and Wire
Protection Cage Appliciable.
Used With Track Mounted System.
Practical and Easy Installation

USAGE AREAS : Industrial Spaces, Warehouses,
Fairgrounds, High Bay
Applications, Closed Area Sport
Halls, Factories, Supermarkets,

— TR Hangars, Closed Car Parks.
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' GOVDE : DKP Sac & Elektrostatik Boyall
REFLEKTOR : Maksimum Yansima ve Verim igin

Ozel Kaplamali Aluminyum
Reflektor

ELEKTRIKSEL KOMP: Manyetik / Elektronik Segenegi
KORUMA SINIFI 1P 20

DIGER OZELLIKLER : Yiiksek Tavanli Kapali Alanlar Igin
Degisik Tiplerde Elektriksel
Elemanlar Kutusu
Opsiyonel llave Cam ve Tel
Koruma Kafesi Uygulanabilir.
Ray Montaj Sistemleri lle Kullanilir
Easy access electrical equipments compartment Frontal apperance of GDSK 125W Pratik ve Kolay Montaj

Kolay erisilebilir elektriksel elemanlar kompartmani GDSK 125W 6nden gorinimi

KULLANIM ALANLARI : Endustriyel Mekanlar, Depolar,
Fuar Alanlari, Yiksek Tavan

To prevent important places stay in the dark in case of an Uygulamalari, Kapali Spor
electric shortage; in the period of regime an extra halogen Alanlari, Fabrikalar,
lamp that can be applied to the system optionally that works Stpermarketler, Hangarlar,

for 10 minutes until the lamp regime period is over then the Kapali Otoparklar.

halogen lamp goes off automatically.

Elektrik kesintisi durumunda ampul tekrar rejime girene
kadarki stirecte dnemli yerlerin karanlikta kalmasinin 6niine
gecilmesi igin extra halojen ampul opsiyonel olarak sisteme
eklenebilmekte ve ampul rejim siliresi boyunca 10 dakika
devrede kalmasi ve bu sirecgtede ortamin karanlikta
kalmamasi saglanabilmektedir. Siire¢ sonrasinda halojen
ampul kendiliginden devreden cikacaktir.

Side view of GDSK High Bay Luminaire with fractional —
Aluminium Reflector. L
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Kademeli reflektorli GDSK yiiksek tavan armatiirii yandan C
gorinimi
H
DA
LAMP TYPE SOCKET QA (mm) B(mm) H(mm) K.G.
% 4x26 W CT G24d 440 - 430 4,2 REFLECTOR TRACK MOUNT
% REFLEKTOR RAY MONTAJ
1x125 W MER E27 440 - 430 4,4 BOX/ KOL/ BOX/ 101/
% 1x70 /1x150 WM.H.  Rx7S 440 - 430 54 (mm) (mm)
% 1x70 /1x150 WM.H.  E40 440 - 430 5,5
% 1x250 / 1x400 W MER.  E40 440 - 430 6,2/7,9
% 1x250 / 1x400 WM.H.  E40 440 - 430 6,3
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