STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI

GFA 65D

BODY : Aluminum, Matt-Anodized
Coated.(GFA)
Injection Polycarbon (PC) Body
(GFB)

GLASS/DIFFUSER  : Acrylic (PMMA) Diffuser (GFA)
Polycarbon (PC) Diffuser (GFB)

REFLECTOR : White Painted Reflector Part

ELECTRICAL COMP : Magnetic / Electronic / Dimmable
Ballast, Emergency Kit Additionally
Appliciable .

PROTECTION CLASS: IP 65

OTHER FEATURES : EPDM Gasket Insulation.
Stainless Steel Latches
Diameter 42-60 mm. / Horizontal
Installation.
Maximum Resistancy to Dust,
Water and Moisture.
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LAMP TYPE SOCKET A (mm) B (mm) H (mm) K.G. BOX/ KOLi Kaplamali.(GFA)
(mm) Seffaf UV Stabilizeli

1x18 W T8 G13 145 750 110 2,1 Polikarbon(PC) (GFB)
N 2x18 W T8 G13 145 750 110 2,4 / CAM / DIFUZOR : Akrilik (PMMA) Diflizér (GFA)
% 130 #@% Polikarbon(PC) Difiizor (GFB)
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2O Cle ik 50 i < 1380 ELEKTRIKSEL KOMP: Manyetik / Elektronik / Dim
\ 2x28 /2x54 WT5 G5 145 1360 110 38 Enor oot (ac K2 anabiir
\ 2x14 /2x24 WT5 G5 145 750 110 1,9 KORUMASINIFI  : IP 65

DIGER OZELLIKLER : EPDM Conta Izolasyonu
Paslanmaz Celik Mandallar
Cap 42-60 mm / Yatay Montaj
Toz, Nem ve Suya Karsi
Maksimum Dayaniklilik.

KULLANIM ALANLARI : Caddeler, Otoyollar, Cevre
Aydinlatmalari, Gezinti Yollari,
Sokaklar, Her Tur Dis Mekan
Aydinlatma Uygulamalari.
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Outdoor ~ Horizontal Montage Pole Etrance  Road Lighting Magnetic Ballast ~ Electronic Ballast Electronic Dimm. ~ Emergency

LAMP TYPE SOCKET A (mm) B (mm) H (mm) K.G. BOX / KOLi
N 1x18 W T8 G13 100 750 110 1,6 (mm)
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