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Lamps and electrical components are reached by
unattaching stainless steel clips. Diffuser stays suspended
lenghtways by the help of 2 hanger wires attached to the
diffuser and housing. Housing and diffuser are produced
from high-heat and impact resistant PC Material. A Multi
purpose sliding montage bracket is supplied with luminaire
factory stock.

Ampul ve elektriksel komponentlere celik klipslerin agilmasi
yardimiyla ulasilabilmektedir.Cam bu durumda 2 adet
celik tel yardimiyla uzunlamasina goévdeye askida
kalacaktir. Govde ve cam yUksek 1si ve darbe dayanimli
PC (polikarbon) malzemeden imal edilmistir. Multi-
Fonksiyonel kayar tip montaj aparati fabrika ¢ikisi armatir
beraberinde verilmektedir.

High specular, bright Anodized (MIRO4 or equivalent
quality) reflectors to get the maximum efficiency from
luminaire. Electrical components reached by loosing 2
screws from housing in this case chassis still stays fixed
to the housing by help of special hinge mechanism but
the back part becomes reachable for easy maintenance
and servicing.

Yiiksek yansitici 6zellikli, parlak Anodizeli(MIRO4 veya
muadili) reflektérler armatiirden maximum verimi alabilmek
icin kullaniimaktadir. Elektriksel elemanlara govde
Uzerindeki 2 adet vidanin sokilmesiyle ulasiimakta olup
bu durumda sase gévdeye 6zel mentese mekanizmasi
yardimi ile askida kalmak suretiyle arka kisma erigsim
saglanmis olup bakim ve onarim islemleri kolayca
gergeklestirilebilmektedir.

Dedicated design Multi purpose sliding bracket consist of 2 parts, montage operations
made easy as fixing one screw for each bracket to complete installation. Fixing on
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any surface is possible ceiling, walls, cable channels etc. Suspended installation is
also available with optional steel wire suspension kit for more flexibility.

Ozel tasarlanmig Multi fonksiyonel montaj aparati 2 pargadan olusmaktadir. Ozel
aparat sayesinde montaj islemleri her aparat tizerinde bir vida sikma ile montaj islemi
tamamlanabilecek kadar kolaylastiriimistir. Her tirlii ylizeye montaj mimkin kilinmistir.

Tavanlar, duvarlar, kablo kanallari vb. Aski tipi montaj opsiyonel celik tel aski kiti ile
yapilabilmekte olup montaj seceneklerinde esneklik getirmektedir.
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LAMP TYPE SOCKET A (mm)
4x28 W T5 G5 372
N e 1 G5 372

B (mm) H (mm) K.G.
1324 121 8,8
1324 121 8,1

BOX / KOL/
(mm)
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GETA 1400

BODY
GLASS/DIFFUSER

REFLECTOR

ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE
CAM /DiFizOR

REFLEKTOR

ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

: Injection PC Body
: Transparent UV - Stabilized

Polycarbon (PC)

: Anodized Ultra Bright ,High

Efficiency Reflectors
Electronic / Dimmable Ballast ,
Emergency Kit Additionally
Appliciable

IP 65

: Ideal for use on High Bay Indoor

Applications

Special Stainless Latch Locking
System

High Protection Against Moisture
and Dust IP65 Protection

Double Zone Adjustable Steel Wire
Suspension System (Optional)
Practical and Easy Installation with
Multifunctional Mounting Kits
High Light Efficiency and
Maintained Lumen Output for Long
Periods

: Industrial Spaces, Warehouses,

Fairgrounds, High Bay
Applications,Closed Area Sport
Halls, Factories, Supermarkets,
Hangars, Closed Car Parks

: Enjeksiyon PC Gévde
: Seffaf UV Stabilizeli Polikarbon
(PC)

: Anodizeli Ultra Parlak, Yiksek

Verimli Reflektorler

Elektronik / Dim Edilebilir Balast
ve Ek Uygulanabilir
Emergency Kit (Acil Kit)

1 IP 65

: Yiksek Tavanli Kapali Alan

Uygulamalari Igin Ideal.

Ozel Paslanmaz Mandalli Kitleme
Sistemi

Toza ve Neme Karsi Yiiksek
Dayaniml IP65 Koruma.
Ayarlanabilir Cift Noktali Celik Tel
Aski Sistemi (Opsiyonel)

Multi Fonksiyonel Montaj
Aparatlari ile Pratik ve Kolay
Montaj

Yiksek Isik Verimi ve Uzun Sreli
Stabil Limen Giktisi

Endustriyel Mekanlar, Depolar,
Fuar Alanlari, Yiiksek Tavan
Uygulamalari, Kapali Spor
Alanlari, Fabrikalar,
Supermarketler, Hangarlar, Kapali
Otoparklar




INDUSTRIAL TYPE LUMINAIRES / ENDUSTRIYEL TIP ARMATURLER - GESTAS
HIGH BAY INDUSTRIAL LUMINAIRES / YUKSEK TAVAN ENDUSTRIYEL ARMATURLERI LIGHTING

LAMP LIFE vs. LUMEN OUTPUT

After a certain period of working hours T5 (T16) and T8 (T26) type fluorescent systems
lumen output decreases by time. Fluorescent systems have around two times more lamp
life than conventional High Bay HID (High Intensity Discharge) systems. Another advantage
is when any lamp fails fluorescent luminaires that has multiple lamps don't need any quick
maintenance as needed with one lamp luminaires. New generation industrial systems of T5
(T16) and T8 (T26) systems with multiple lamps have much more advantages according to
Metal Halide and Mercury Vapour Luminaires as lowering the maintenance costs and at the
same time increasing light efficiency. In case of revising old system with a new generation
“GETA” series fluorescent High Bay Luminaires, users reduce their electricity consumption
and thus they increase efficiency with a better light quality. At the same time there is no
compensation needed.

AMPUL OMRU ve LUMEN GIKTISI

T5 ve T8 tipi floresan ampullu sistemler belirli bir kullanim siresinden sonra manyetik HID
(High Intensity Discharge / Yiiksek Yogunluklu Desarj) tipi sistemlere gére (Metal Halide /
Civa Buharl) limen giktilari cok daha az disls gostermektedir ve dmir siireleri bu sistemlerin
2 katina gikmaktadir.

Cok ampullu floresan armatirlerin bir avantaji da herhangi bir ampul arizalandiginda tek
ampulli armattrler gibi acil bakim ihtiyaci duymamalaridir. Bu yonleriyle yeni nesil T5 & T8
cok ampullli endistriyel sistemler eski Metal Halide ve Civa Buharli armatirlere gére hem
bakim maliyetlerinin dlstkligu ayni zamanda daha ylksek 1sik verimliligine ve eski nesil
sistemlere gore ylksek seviyelerde korudugu g6z ontine alindiginda avantajli konuma
gelmektedir ve eski sistemlerle degistirilmesi durumunda elektrik sarfiyatini azaltmakta ve
verimliligi yikseltmekle birlikte ayni zamanda kompanzasyon ihtiyaci duyulmamaktadir.

GETA 1400 4x54 W T5
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