INDUSTRIAL TYPE LUMINAIRES / ENDUSTRIYEL TiP ARMATURLER GESTAS

WATERPROOF LUMINAIRES / ETANJ ARMATURLER LIGHTING

GFB65-200

BODY : Injection Polycarbon (PC) Body

GLASS/DIFFUSER  : Transparent UV - Stabilized
Polycarbon (PC)

REFLECTOR : Electrostatic Painted Reflector

ELECTRICAL COMP : Magnetic / Electronic / Dimmable
Ballast, Emergency Kit Additionally
Appliciable

PROTECTION CLASS: IP 65

OTHER FEATURES : Stainless Steel Latches
Stainless Steel Mounting Kit.

USAGE AREAS : Ports, Construction Sites, Closed
Parking Areas, Warehouses,
Humid and Semi-closed Spaces,
Basements, Restrooms
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/ GOVDE : Enjeksiyon Polikarbon (PC) Gévde
Indoor Direct Magnetic Ballast ~ Electronic Ballast Electronic Dimm.  Emergency
g Mekan Direkt Manyetik B Elek B Acil Durum
CAM/DIFUZOR : Seffaf UV Stabilizeli Polikarbon
(PC)
GFB65-200 is available with 4x T8(T26) Lamps or 6x T5(T16) Lamps. Diffuser stays suspended REFLEKTOR : Elektrostatik Boyali Reflektor.

with the help of 2 hanger wires attached to the diffuser and housing. Body and diffusers are

ELEKTRIKSEL KOMP: M tik / Elektronik / Dil
produced from PC material. An assembly kit produced from stainless steel material is supplied anyel ciren Im

Edilebilir Balast ve Ek Uygulanabilir

with luminaire. Emergency Kit (Acil Kit)
GFB65200- 4x T8 (T26) ampulu ve 6x T5 (T16) ampullu versiyonlari mevcuttur. PC difiizér tek KORUMA SINIFI 1 1P 65

ucu gévdeye ve tek ucu kendi Uzerine sabitlenmis iki adet celik tel yardimi ile sokildiginde AR . . X

askida kalabilmektedir. Gévde ve cam PC (Polikarbon) malzemeden imal edilmistir. Tavan DIGER OZELLIKLER : Paslanmaz Gelik Mandallar

montaji armatir beraberinde gelen paslanmaz ¢elik montaj kiti yardimi ile yapilabilmektedir. Paslanmaz Gelik Montaj Aparatian

KULLANIM ALANLARI : Limanlar, Santiyeler, Kapali
Otoparklar, Depolar, Rutubetli ve
Yari Agik Alanlar, Bodrum Katlari,

Tuvaletler
-- - i b
1A P e L -
' o = __.3 ‘
Le im0 B
Inner view of GFB65-200, electrical equipments plate is made of electrostatic painted DKP
Metal and secured to housing by four stainless steel metal clips.
GFB65-200 i¢ kisim goriniim, elektriksel komponentler sasesi elektrostatik boyali DKP sacdan
imal edilmis olup, gévdeye dort adet paslanmaz gelik klips ile sabitlenmektedir.
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LAMP TYPE SOCKET A (mm) B (mm) H (mm) K.G. BOX/ KOLi
N 4x36 W T8 G13 372 1324 121 8,2 (mm) B
\ 4x28 W T5 G5 372 1324 121 8,8
\ 6x28 W T5 G5 372 1324 121 8,7
N, 4x54 W T5 G5 372 1324 121 81
\ 6x54 W T5 G5 372 1324 121 8,7
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INDUSTRIAL TYPE LUMINAIRES / ENDUSTRIYEL TiP ARMATURLER

WATERPROOF LUMINAIRES / ETANJ ARMATURLER

LAMP LIFE vs. LUMEN OUTPUT

After a certain period of working hours T5 (T16) and T8 (T26) type fluorescent systems
lumen output decreases by time. Fluorescent systems have around two times more lamp
life than conventional High Bay HID (High Intensity Discharge) systems. Another advantage
is when any lamp fails fluorescent luminaires that has multiple lamps don't need any quick
maintenance as needed with one lamp luminaires. New generation industrial systems of T5
(T16) and T8 (T26) systems with multiple lamps have much more advantages according to
Metal Halide and Mercury Vapour Luminaires as lowering the maintenance costs and at the
same time increasing light efficiency. In case of revising old system with a new generation
“GETA" series fluorescent High Bay Luminaires, users reduce their electricity consumption
and thus they increase efficiency with a better light quality. At the same time there is no
compensation needed.

AMPUL OMRU ve LUMEN GCIKTISI

T5 ve T8 tipi floresan ampullu sistemler belirli bir kullanim stresinden sonra manyetik HID
(High Intensity Discharge / Yiiksek Yogunluklu Desarj) tipi sistemlere gore (Metal Halide /
Civa Buharli) limen giktilari cok daha az diisls gostermektedir ve dmiir sireleri bu sistemlerin
2 katina ¢cikmaktadir.

Cok ampullu floresan armatrlerin bir avantaji da herhangi bir ampul arizalandiginda tek
ampulll armatdrler gibi acil bakim ihtiyact duymamalaridir. Bu yonleriyle yeni nesil T5 & T8
cok ampulli endustriyel sistemler eski Metal Halide ve Civa Buharli armaturlere gére hem
bakim maliyetlerinin dlistkligi ayni zamanda daha yliksek isik verimliligine ve eski nesil
sistemlere gore ylksek seviyelerde korudugu g6z 6nline alindiginda avantajli konuma
gelmektedir ve eski sistemlerle degistiriimesi durumunda elektrik sarfiyatini azaltmakta ve
verimliligi ylukseltmekle birlikte ayni zamanda kompanzasyon ihtiyaci duyulmamaktadir.

Supplied with Steel hanger system, chain or hanger
wires are not included in packaging. (Optional)

Celik Aski Sistemi ile birlikte tedarik edilmektedir, zincir
veya aski telleri beraberinde verilmemektedir. (Opsiyonel)
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