WALL - CEILING WASHERS / APLIKLER
WALLWASHERS / DUVAR APLIKLER

GAP 120 SERIES

BODY : DKP Metal & Electrostatic Painted

GLASS/DIFFUSER  : UV - Stabilized Acrylic Diffuser
With High Light-Transmission
Permeability

ELECTRICAL COMP : Suitable for use with Energy
Saving Compact Fluorescent

Lamps.
PROTECTION CLASS: IP 20
GAP 120 OTHER FEATURES : -
USAGE AREAS : Offices, Hallways, Stairs, Stores,
Hotels, Conference Halls,
: ar b B Shopping Centers, Structure
VS = [P20 Entrances, Custom and Decorative
Locations.
Indoor ' ‘Wall Mount
l¢ Mekan Duvar Montaj
GOVDE : DKP Sac & Elektrostatik Boyali
CAM/DIFUZOR : UV Stabilizeli Yiiksek Gegirgenlikli

Akrilik Diflizor.

ELEKTRIKSEL KOMP: Enerji Tasarruflu Kompakt
Floresan Ampullerle Kullanima
Uygun.

KORUMA SINIFI :1P 20

DIGER OZELLIKLER : -

KULLANIM ALANLARI : Ofisler, Koridorlar, Merdivenler,
Magazalar, Oteller, Konferans
Salonlari, Alisveris Merkezleri,
Bina Girisleri, Ozel ve Dekoratif

Mekanlar.
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LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX / KOLi
%1 ECO (Max. 27 W)  E27 100 230 170 1,26 (mm) = — —
X (Max. ) ,
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