WALL - CEILING WASHERS / APLIKLER GESTAS
WALLWASHERS / DUVAR APLIKLER LIGHTING

GAP 090

BODY : Extruded Aluminium Profile Body

GLASS/DIFFUSER  : UV - Stabilized Acrylic Diffuser
With High Light-Transmission
Permeability

REFLECTOR : Matt or Bright Reflector

ELECTRICAL COMP : Electronic / Dimmable Ballast

PROTECTION CLASS: IP 40

OTHER FEATURES : -
USAGE AREAS : Offices, Hallways, Stairs, Stores,
Hotels, Conference Halls,
Shopping %enters, Structure
: - - n o Entrances, Custom and Decorative
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GOVDE : Aliminyum Profil Gévde
CAM/DIFUZOR : UV Stabilizeli Yiiksek Gegirgenlikli
Akrilik Diftizor
REFLEKTOR : Mat veya Parlak Aliminyum

Reflektor
ELEKTRIKSEL KOMP: Elektronik / Dim Edilebilir Balast
KORUMA SINIFI 1P 40
DIGER OZELLIKLER : -

KULLANIM ALANLARI : Ofisler, Koridorlar, Merdivenler,
Magazalar, Oteller, Konferans
Salonlari, Alisveris Merkezleri,

Bina Girisleri, Ozel ve Dekoratif

Mekanlar
Ideal for single directional wallwashing applications with integrated asymmetrical aluminium reflector.
Entegre asimetrik reflektor ile tek yonli duvar isiklandirma uygulamalari igin idealdir.
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