RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR
CIRCLE / DAIRESEL
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Recesed Dt ' BOX / KOLI
Ig Mekan Swvaaltt Direkt Kesim Olgiisii
(mm)
LAMP TYPE SOCKET @A (mm) H (mm) K.G. //
1X100WHA  E27 220 170 2,1 185 #asxs
230 230
Frontal apperance of GSH200 , available with Simple and lightweight housing is fixed to the
100W halogen lamp. GSH 240 version is available ceiling with help of 2 spring clips.
with two lamp options. 100W and 150W Halogen
Basit ve hafif, ana gévde tavana 2 adet yay yardimi
GSH 200 6nden goriinimii, 100W halojen ampul ile sabitlenmektedir.
kullanimina uygundur. GSH 240 versiyonu 2
ampul opsiyonu ile sunulmaktadir. 100W ve 150W
halojen
e Y | J P20 &
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Recessed Direct Cut-Size
¢ Mekan Stvaalte Direkt Kesim Olgiisii
LAMP TYPE SOCKET @A (mm) H (mm) K.G. BOX/ KOL/
\ 1x100 W HA E27 265 170 24 (mm)
\ 1x150 W HA.  E27 265 170 36 —
185 *sﬁ—"ﬁe
320 320
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GSH

BODY
REFLECTOR

ELECTRICAL COMP :
PROTECTION CLASS:

OTHER FEATURES

USAGE AREAS

GOVDE
REFLEKTOR

ELEKTRIKSEL KOMP:
KORUMA SINIFI

DIGER OZELLIKLER

KULLANIM ALANLARI :

GESTAS

LIGHTING

: Die-Cast Aluminium Frame

: Special Coated Aluminium

Reflector For Maximum Reflection
and Efficiency

Uses Direct Mains Voltage.

IP 20

: Two Segmented Deep Reflector

Center Frosted (C2) & Tempered
Glass (Optional)

: Interiors, Plaster Ceiling

Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

: Aliminyum Enjeksiyon Cergeve

: Maksimum Yansima ve Verim igin

Ozel Kaplamali Aliiminyum
Reflektor

Direkt Sebeke Gerilimi ile Caligir.

1 IP 20
: Cift Parcali Derin Reflektor

Ortast Kumlu (C2) & Temperli Cam
(Opsiyonel)

I¢ mekanlar, Algi Tavan
Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler
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