RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

CIRCLE / DAIRESEL

GSSD

BODY : ABS Ceiling Frame & Galvanized
Body

GLASS/DIFFUSER  : Prismatic, Transperant, Opal,
Semi-Transparent Diffuser Options

REFLECTOR : Special Coated Aluminium
Reflector For Maximum Reflection
and Efficiency GSSD 155

ELECTRICAL COMP : Magnetic / Electronic / Dimmable
Ballast, Emergency Kit Additionally
Appliciable

PROTECTION CLASS: IP 20 GSSD 155
IP 40 GSSD 175C

GSSD 155 OTHER FEATURES : Lamp Suitable for Vertical Use
Easy connection With Developed

Independent ABS Gear Box and

Electrical Equipment Sockets.
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Indoor Recessed Direct Magnetic Ballast  Electronic Ballast Electronic Dimm.  Emergency Cut-Size USAGE AREAS H Interlors, Plaster Celllng

I Mekan Swaaltt Direkt Manyetik Balast Elektronik Balast  Elektronik Dimli Acil Durum Kesim Olgiisii App|icati0ns, Conference Ha”s,
Shopping Malls, Hallways, Offices,
Shopping Windows

LAMP TYPE SOCKET @ A (mm) H (mm) K.G. BOX / KOLi

GOVDE :ABS T i & Galvani
1x13 W CT G24d 174 155 1,1 (mm) ABS Tavan Gergevesi & Galvaniz

% 1x18 W CT G24d 174 155 1,2 CAMIDIFFUSER : Prizmatik, Transparan, Opal ,Yari-
165 *“sf’m Opal Cam Opsiyonlari
1x26 W CT G24d 174 155 1,2 .
%} 185 185 REFLEKTOR : Maksimum Yansima ve Verim igin

1x27 W ECO (Max) E27 174 155 1,1 Ozel Kaplamali Aliminyum
Reflektér GSSD 155

ELEKTRIKSEL KOMP: Manyetik / Elektronik / Dim
Edilebilir Balast ve Ek Uygulanabilir
Emergency Kit (Acil Kit)

KORUMA SINIFI 1P 20 GSSD 155
IP 40 GSSD 175C

DIGER OZELLIKLER :Dikey Ampul kullanimina uygun
Gelistiriimis Bagimsiz ABS Balast
Kutusu ve Elektriksel Ekipman
Soketleri ile Kolay Baglanti,
Soékme Gerektirmeden Tavan
Boyama Igin Kolay Cikarilabilir
Cerceve

KULLANIM ALANLARI : I¢ mekanlar, Algi Tavan
Uygulamalari, Konferans Salonlari,
Algveris Merkezleri, Koridorlar,
Ofisler, Vitrinler.

GSSD 175C H
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Indoor Recesse Direct Magnetic Ballast ~ Electronic Ballast Electronic Dimm.  Emergency Cut-Size
I Mekan Swaaln Direkt Manyetik Balast  Elektronik Balast  Elektronik Dimli Acil Durum Kesim Olgiisii

LAMP TYPE SOCKET GA(mm) H(mm) KG. BOX / KOLi
1x13 W CT G24d 220 235 1,53 (mm) H
1x18 W CT G24d 220 235 1,62 —
1x26 W CT G24d 220 235 168 0 #‘ e
1x27 WECO (Max)  E27 220 235 1,80 20 2 | oA
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