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Honeycomb turbo louver is made of chrome plated
ABS material.

Petek dokulu turbo reflektdr krom kaplamali ABS
malzemeden imal edilmistir.

Magnetic Ballast  Electronic Ballast Electronic Dimm.  Emergency Cut-Size
Manyeik Balast  Elekironik Balas  Elekironik Dimli  Acil Durum

Kesim Olgiisii

Turbo louvre and frame is fixed to the housing by
three spring clips, fixing to the ceiling is done by
two montage brackets fixed by hand using fly
nuts. Supplied with chassis integrated electrical
components in standart, seperate gear box is
available optionally.

Turbo reflektor ve gerceve ana gévdeye 3 adet
yay yardimi ile sabitlenmektedir. Gévde ise tavana
2 adet montaj kulag ile kelebek somunlar
kullanilarak monte edilmektedir. Elektriksel
komponentler Govdeye entegre edilmistir,
opsiyonel olarak bagimsiz balast kutusu ile tedarik
edilebilmektedir.

Ceiling can be painted by taking off the frame only.
Yalnizca spot ¢ergevesi ¢ikarilarak tavan boyanabilir.

GESTAS

LIGHTING

GSTY 270

BODY : Aluminium Chrome-Plated or ABS
Chrome Plated Frame
REFLECTOR : Honeycomb Turbo Reflector

Special Coated Aluminium
Reflector For Maximum Reflection
and Efficiency

ELECTRICAL COMP : Magnetic / Electronic / Dimmable

Ballast, Emergency Kit Additionally
Appliciable

PROTECTION CLASS: IP 20

OTHER FEATURES

USAGE AREAS

GOVDE

REFLEKTOR

: Easy Access Lamp Part with
Reflectors Embedded Single Piece
Upper Frame
Easy connection With Developed
Independent ABS Gear Box and
Electrical Equipment Sockets.
Easy Removable Frame for
Painting of Ceilings Without
Removal
Prismatic, Transperant, Opal,
Semi-Transparent Diffuser Options
(Optional)

: Interiors, Plaster Ceiling
Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

: Aliminyum Kromaj Kaplama veya
ABS Kromaj Kaplama Cergeve

: Petek Dokulu Turbo Reflektor
Maksimum Yansima ve Verim igin
Ozel Kaplamali Aliminyum
Reflektor

ELEKTRIKSEL KOMP: Manyetik / Elektronik / Dim

Edilebilir Balast ve Ek Uygulanabilir
Emergency Kit (Acil Kit)

KORUMA SINIFI 1P 20

DIGER OZELLIKLER

: Tek Pargali Ust Cerceveye
Biitlinlesmis Reflektorler ile Ampul
Kismina Kolay Erigim.
Gelistirilmis Bagimsiz ABS Balast
Kutusu ve Elektriksel Ekipman
Soketleri ile Kolay Baglanti.
Soékme Gerektirmeden Tavan
Boyama Igin Kolay Cikarilabilir
Cerceve
Prizmatik, Transparan, Opal, Yari-
Opal Cam Opsiyonlari
(Opsiyonel)

KULLANIM ALANLARI : i¢ mekanlar, Algi Tavan

Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

LAMP TYPE SOCKET @A (mm) H(mm) KG. BOX / KOLi
% 1x13/1x18 /1x26 W CT ~ G24d 305 115 24 (mm) H
%2 2x13 W CT G24d 305 115 22 — - : L
%2 2x18 W CT G24d 305 115 24 185 #“ = o
% 2x26 W CT G24d 305 115 2,5 3207 320
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