RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

SQUARE / KARE
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Emergency

LAMP TYPE SOCKET A (mm) B (mm) H (mm) K.G.
% 2x13 W CT G24d 225 225 100 1,4
% 2x18 W CT G24d 225 225 100 1,8
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Indoor Recessed Direct Magnetic Ballast  Electronic Ballast Electronic Dimm. Emergency

I Mekan Swaaln Direkt Manyetik Balast Elektronik Balast  Elektronik Dimli Acil Durum
LAMP TYPE  SOCKET A(mm) B (mm) H (mm) K.G.
% 2x18 W CT G24d 200 200 80 1,9
% 2x26 W CT G24d 200 200 80 2,2

GKS

BODY : DKP Metal & Electrostatic Painted
Aluminium Injection & Electrostatic
Painted Frame (GKS 900)

GLASS/DIFFUSER  : Sandblasted Glass (GKS 900)

REFLECTOR : Bright or Matt Aluminium Inner
Reflector

ELECTRICAL COMP : Magnetic / Electronic / Dimmable

Ballast, Emergency Kit Additionally

Appliciable

PROTECTION CLASS: IP 40

OTHER FEATURES : Easy Connection With Advanced
Independent ABS Gear Box and
Electrical Equipment Sockets

GKS 550

USAGE AREAS : Offices, Shops, Hotels,
Conference Halls, Showcases and
Similar Special Purposed Precision
Optical Light Distribution
Demanded Interior Applications
Which Paid Attention Also
Decoration

GOVDE : DKP Sac & Elektrostatik Boyall
Aliminyum Enjeksiyon &
Elektrostatik Boyali Cergeve

(GKS 900)

: Kumlu Cam (GKS 900)
Yari Opal Akrilik Diftizor

BOX / KOLi
(mm)

—

160 #

240

CAM/DIFUZOR

i

REFLEKTOR : Parlak veya Mat Aluminyum i¢

Reflektorler

240

ELEKTRIKSEL KOMP: Manyetik / Elektronik / Dim

Edilebilir Balast ve Ek Uygulanabilir
Emergency Kit (Acil Kit)
KORUMA SINIFI

DIGER OZELLIKLER

1P 40

: Gelistirilmis Bagimsiz ABS Balast
Kutusu ve Elektriksel Ekipman
Soketleri ile Kolay Baglanti

KULLANIM ALANLARI : Ofisler, Magazalar, Oteller,

Konferans Salonlari, Derslikler Gibi

Yiksek Hassasiyette Optik Isik

Dagilimi Istenen ve Dekoratif

Gorunlime lItina Gosterilen Ig

Mekan Aydinlatma Uygulamalari

GKS 900

BOX/ KOLi A
(mm)

—
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220

140

220
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