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Manyetik Balast
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Outdoor Horizontal Montage ~ Pole Etrance

Road Lighting  Magnetic Ballast ~ Electronic Ballast
Elekironik Balast
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STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI

LAMP TYPE
1x50 W SOD.

1x70 W SOD. // M.H.

S
%1“25 W MER.
o

1x100 / 1x150W SOD.
1x100 / 1x150W M.H.

SOCKET
E27
E27
E27
E40
E40

A (mm)
250
250
250
250
250

B (mm)
480
480
480
480
480

H (mm)
200
200
200
200
200

K.G.
2,85
2,9
2,8
3,3
3,2

ARG 1

BODY
GLASS/DIFFUSER

REFLECTOR
ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE
CAM/DIFUZOR
REFLEKTOR
ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

GESTAS

LIGHTING

: Spun Aluminium Alloy with Bright-

Anodized Coating

: Transparent, UV-Stabilized

Injection Acrylic Glass

: High Gloss Aluminium Reflector

High Efficient Ballast, Ignitor,
Capacitor (Optional)

IP 54/23

: Stainless Steel Latches

Diameter 42-60 mm. / Horizontal
Installation

Polymer Back Cover

Reflector IP54, Ballast Part IP23
Protection Class

EPDM Gasket Insulation

: Roads, Highways, Surrounding

Area Lightings, Walkways, Streets
and Various Outdoor Lighting
Applications

: Parlak Eloksal Kaplamali Sivama

Aliminyum

: Saydam, UV Stabilizeli Enjeksiyon

Akrilik Cam

: Ylksek Parlaklikta Aluminyum

Reflektor

Yiiksek Verimli Balast, ignitor,
Kondansator (Opsiyonel)

1P 54723

: Paslanmaz Celik Mandallar

Cap 42-60 mm / Yatay Montaj
Polimer Arka Kapak

Reflektor Kismi IP54, Balast Kismi
IP23 Koruma Sinifi

EPDM Conta Izolasyonu

Caddeler, Otoyollar, Cevre
Aydinlatmalari, Gezinti Yollari,
Sokaklar, Her Tir Dis Mekan
Aydinlatma Uygulamalari
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STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI

SERVICE AND MAINTENANCE OPERATIONS / SERVIS VE BAKIM ISLEMLERI

Electrical components reached by untightening the screw knob placed on top of the cover by hand. All
electrical components placed inside the electrical compartment which holds the pole fixing bracket inside.
Electrical compartment has a protection degree of IP23

Elektriksel komponentlere armatir kapag: tizerine yerlestirilmis olan vidanin el ile sékilmesi araciligiyla
ulasilabilmektedir. Tim elektriksel komponentler elektriksel bélmede yer almakta olup, boru sabitileme
kelepceleride bu bollim icerisinde yer almaktadir. Elektriksel bdlme 1P23 koruma sinifina sahiptir.

Lamps are reached by opening three steel clipses Diffuser stays suspended during servicing or A simple designed luminaire with anodized
on housing by hand or with the help of a screw maintenance operations. aluminium housing reflector and electrical
driver. components tray. Pole fixing easily done by

tightening 2 nuts on bracket placed inside

Ampullere armatur gévdesi lizerindeki 3 adet gelik Diftizor servis ve bakim islemleri stresince askida Eloksalize aluminyum gévde reflektor ve elektriksel
klipsin el veya tornavida yardimi ile agiimasiyla kalabilmektedir. komponentler sasesinden olusan sade ve yalin bir
ulasilabilmektedir. armaturdur. Direk sabitleme islemi i¢ kisimda yer

alan kelepge Uzerinde bulunan 2 adet somunun
sikilmasiyla yapilabilmektedir.
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