STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI GESTAS
LIGHTING

GF 1

BODY : Aluminum, Matt-Anodized Coated.
GLASS/DIFFUSER  : Acrylic (PMMA) Diffuser
REFLECTOR : High Gloss Aluminium Reflector

ELECTRICAL COMP : High Efficient Ballast, Ignitor,
Capacitor (Optional)
Electronic / Magnetic Option

PROTECTION CLASS: IP 65

OTHER FEATURES : EPDM Gasket Insulation
Stainless Steel Latches
Diameter 42-60 mm. / Horizontal
Installation
Maximum Resistancy to Dust,
Water and Moisture
White Painted Reflctor Part

(FLUORESCENT)
Photocell Appliciable (Optional)
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rj Q j@; Ilh]! IP 65 Area Lightings, Walkways, Streets
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GOVDE : Aliminyum, Mat Eloksal Kaplamali
CAM/DIFUZOR : Akrilik (PMMA) Diflizor
REFLEKTOR : Yiksek Parlaklikta Aliminyum
- a Reflektor
ELEKTRIKSEL KOMP: Yiiksek Verimli Balast, ignitér,
Kondansator (Opsiyonel)
Elektronik/Manyetik Segenegi
Diffuser can stay suspended on housing for easy Side appearance of GF1 Sox 90W, can be produced KORUMA SINIFI L IP 65
lamp changing and servicing operations. with magnetic or electronic ballast. Photocell can be
optionally implemented to luminaire on demand. DIGER OZELLIKLER : EPDM Conta izolasyonu
Paslanmaz Celik Mandallar
Difiizér kolay ampul degisimi ve servis islemleri GF1 Sox 90W yan gériinimii, manyetik veya Cap 42-60 mm / Yatay Montaj
yapilabilmek iizere gévdeye askida kalabilmektedir.  elektronik balasth olarak dretilmektedir. istege bagli Toz, Nem ve Suya Kars!

Maksimum Dayaniklilk

Beyaz Boyali Reflektor Kismi
(FLORESAN)

Fotosel Eklenebilir (Opsiyonel)

olarak armatiire Fotosel ilave edilebilmektedir.

Electrical component's placed under white painted KULLANIM ALANLARI : Caddeler, Otoyollar,

metal plate which carries the lampholder is secured Cevre Aydinlatmalari, Gezinti

to the housing via a knob. Metal plate has a hinge Yollari, Sokaklar, Her Tiir Dis
mechanism supplying easy access to the Mekan Aydinlatma Uygulamalari
components.

Elektriksel komponentler duylari barindiran beyaz
boyall metal sase alt kismina yerlestiriimistir ve
govdeye 1 adet digme vida ile sabitlenmektedir.
Metal sase mentese sistemine sahip olup
komponentlere kolay erisim saglamaktadir.

Front appearance of SOX and compact fluorescent
(2G11) version's of GF1 street/area outdoor lighting
luminaire.

GF1 sokak/alan dis mekan aydinlatma armatirii. SOX
ve kompakt floresan (2G11) versiyonlari 6n kesit gori-
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