STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI
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Outdoor Horizontal Montage ~ Pole Etrance

Road Lighting ~ Urban Lighting ~ Magnetic Ballast  Electronic Ballast Electronic Ballast
Dig Mekan Yatay Montaj Direk Boru Capt

Yol Avdinlaima  Sehir Aydinlaima  Manyetik Balast  Elekironik Balast  Elekironik Balast

Lamps and electrical components placed on a white painted components tray which serves as a reflector beneath
the lamps. For easy service and maintenance operations whole components tray can be removed or replaced easily
turning two knobs by hand. Diffuser stays suspended on 2 steel clips without need of removal during servicing
operations. Pole fixing part is produced from injection Aluminium material.

Ampuller ve elektriksel komponentler ayni zamanda ampuller altinda reflektdr vazifesi yapmakta olan tek pargali
bir komponent sasesi lizerine monte edilmistir. Servis ve bakim islemlerini kolaylastirmak amaci ile tim komponent
sasesi 2 adet mandalin gevrilmesi sonucu kolaylikla yerinden sokilebilmekte veya degistirilebilmektedir. Diflizér 2
adet gelik klips lzerinde askida kalarak sokilme gerektirmeden midahaleye izin vermektedir. Boru girisi Aluminyum
enjeksiyon malzemeden imal edilmistir.

Mid-size composite housing luminaire with PC diffuser and steel clips. Available with 35W SOX lamp or 2G11
lampholder compact fluorescent lamps up to 36W.

Kompozit gévdeli orta dlcilerde, PC difiizér ve celik klipslere sahip bir armatirdir. 35W SOX ampul veya 2G11
duylu maksimum 36W gli¢ degerine sahip kompakt floresan ampullerle kullanima uygundur.

SOCKET A (mm) B(mm) H(mm) K.G. BOX [ KOLi
BY22d 170 600 160 45 (mm)
2G11 170 600 160 2,5 —
2G11 170 600 160 3,2 180#
2G11 170 600 160 27 180 625
2G11 170 600 160 33

LAMP TYPE
\1x35 W SOX
\)1x24 weT

2x24 W CT

\71x36 wcT

2x36 W CT
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BODY

GLASS/DIFFUSER
REFLECTOR
ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE

CAM/DIFUZOR
REFLEKTOR
ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

GESTAS

LIGHTING

: Polyester, Fiberglass Reinforced

(Composite)

: PC, UV-Stabilized

: Painted Base Reflector

High Efficient Ballast, Ignitor,
Capacitor (optional)

IP 65

: EPDM Gasket Insulation.

High Temperature and Impact
Resistancy

Stainless Steel Latches
Diameter 42-60 mm. / Horizontal
Installation, Maximum Resistancy
to Dust, Water and Moisture.

: Roads, Highways, Surrounding

Area Lightings, Walkways, Streets
and Various Outdoor Lighting
Applications

: Polyester, Cam Elyaf

Katkili(Kompozit)

: PC, UV Katkili
: Boyali Taban Reflektori

Yiiksek Verimli Balast, ignitor
Kondansator (Opsiyonel)

1 IP 65
: EPDM Conta Izolasyonu

Yiksek Isi ve Darbe Dayanimi.
Paslanmaz Celik Mandallar
Cap 42-60 mm / Yatay Montaj
Toz, Nem ve Suya Karsli
Maksimum Dayaniklilik

Caddeler, Cevre Aydinlatmalari,
Gezinti Yollari, Sokaklar, Otoyollar,
Her Tar Dis Mekan Aydinlatma
Uygulamalari




