STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI GESTAS

LIGHTING
BODY : Spun Aluminium with Bright-
Anodized Coating
GLASS/DIFFUSER  : Acrylic (PMMA) Diffuser
REFLECTOR : High Gloss Aluminium Reflector

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 54 / 23

OTHER FEATURES : Stainless Steel Latches
Diameter 42-60 mm. / Horizontal
Installation
Galvanized Ballast and Electrical
Components Connection Kit
Easy Removable and Serviceable
Electrical Components Kit
EPDM Gasket Insulation

5 USAGE AREAS : Roads,Highways, Surrounding
“ e @ r e ‘ @, 1P Area Lightings, Walkways, Streets
A 54/23 and Various Outdoor Lighting
) 42-60 ) M Applications
Outdoor Horizontal Montage ~ Pole Etrance Road Lighting  Magnetic Ballast
Dig Mekan Yatay Montaj Direk Boru Cap Yol Aydinlatma  Manyetik Balast
Complete gasketing exists on housing under the acrylic diffuser which supplies GOVDE : Parlak Eloksal Kaplamali Sivama
IP54 protection degree to the lamp compartment of the luminaire. Diffuser and Aliminyum
the Aluminium electrical components compartment cover stays suspended to CAM/DIFUZOR : Akrilik (PMMA) Difiizér
the luminaire simplifying servicing and maintenance works while the luminaire
is fixed on the post. REFLEKTOR : Yiksek Parlaklikta Aliminyum
Reflektor
Govde Uzerinde akrilik cam altina yerlestiriimis bitinlesik contalama mevcuttur . ) . . o
ve bu sayede armatiir ampul bélmesinde IP54 koruma sinifi elde edilmektedir. ELEKTRIKSEL KOMP: Kit Halinde, Y tiksek Verimli Balast,
Aluminyum elektriksel komponentler béimesi kapagi ve diflizér direk tzerinde Ignitdr, Kondansator (Opsiyonel)
servis ve bakim islemlerini kolaylastirabilmek igin ana gévdeye askida KORUMA SINIFI S IP54/23

kalabilmektedirler.

DIGER OZELLIKLER : Paslanmaz Gelik Mandallar
Cap 42-60 mm / Yatay Montaj
Galvaniz Balast ve Elektriksel
Elemanlar Baglanti Kiti

. I ) L Kolay Cikarilabilir ve Servis
Ampule erigim 3 adet gelik klipsin el yardimi veya tornavida benzeri bir aletle Verilebilir Elektriksel Elemanlar

aclimasiyla saglanmaktadir. Kisimi i
EPDM Conta Izolasyonu

KULLANIM ALANLARI : Caddeler, Otoyollar, Cevre
Aydinlatmalari, Gezinti Yollari,
Sokaklar, Her Tiur Dis Mekan
Aydinlatma Uygulamalari

Front view of

GS3 125W

GS3 125W 6n

gorinimi Gold color plating available
on demand.
Talebe gore altin renk
kaplamali Uretilebilmektedir.

Lamp is reached by opening three steel clips by hand or a tool like screw driver

Inner view of electrical
components
compartment. Pole fixing
is made by fixing 4 nuts.

Elektriksel komponentler
bélmesi i¢ gérinim.
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LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. /
240 #ssﬁﬁw’
1x50 W SOD. E27 280 560 190 3,8 A
\mowsoo. JAMH. E27 280 560 190 3.9 300~ 570
% 1x125 W MER. E27 280 560 190 37 DIFFUSERY GAM
\1x100/1x150WSOD. E40 280 560 190 3,8/4,8
250 *4%’
1x100/ 1x150W M.H.  E40 280 560 190 3,7/4,7
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