STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI GESTAS
LIGHTING

GS3 250

BODY : Spun Aluminium with Bright-
Anodized Coating

GLASS/DIFFUSER  : Acrylic (PMMA) Diffuser

REFLECTOR : High Gloss Aluminium Reflector
Embossed, Matt-Bright Anodized,
Non-Anodized(RAW) Reflector
Option

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 54 /23

OTHER FEATURES : Stainless Steel Latches
Diameter 42-60 mm. / Horizontal
Installation.
Galvanized Ballast and Electrical
Components Connection Kit
Easy Removable and Serviceable
Electrical Components Kit
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Applications
Lamp part is reached by opening 4 stainless steel
clips that's fixed on the housing two clipses can
be used as hinges keeping diffuser suspended for
easier servicing and maintenance operations.
GOVDE : Parlak Eloksal Kaplamali Sivama
Ampul kismina gévde uzerine sabitlenmis olan 4 Aliminyum
adet paslanmaz celik klipsin agilmasi yardimiyla N . L
ulasilabilmektedir. 2 adet klips difiizorii mentese CAM/DIFUZOR : Akrilik (PMMA) Diftiz6r
gbrevi gérecek sekilde askida kullanilabilecek A U -
el konumda kullanilarak servis ve bakim islemleri REFLEKTOR . \R(lélﬁzﬁlfb'}':’arlakllkta Altminyum
kolaylastirilabilmektedir. Gofrajli, Mat- Parlak Anodizeli,

Anodizesiz Reflektor Segenegi

ELEKTRIKSEL KOMP: Kit Halinde, Yuksek Verimli Balast,
Ignitér, Kondansator (Opsiyonel)

KORUMA SINIFI 1P 54/23

DIGER OZELLIKLER : Paslanmaz Celik Mandallar
Cap 42-60 mm / Yatay Montaj
Galvaniz Balast ve Elektriksel
Elemanlar Baglanti Kit
Kolay Cikarilabilir ve Servis
Verilebilir Elektriksel Elemanlar
Kisimi .
EPDM Conta Izolasyonu

KULLANIM ALANLARI : Caddeler, Cevre Aydinlatmalari,
Gezinti Yollari, Sokaklar, Otoyollar,
Her Tir Dis Mekan Aydinlatma
Uygulamalari

Inner wiev of electrical components
compartment. Pole fixing is made by fixing
4 nuts.

Elektriksel komponentler bélmesi i¢
goriinim. Direge sabitleme islemi 4 adet
somunun sikilmasi yardimi ile

Front appearance of GS3 250W gergeklesmektedir.

GS3 250W 6n gorinimi

BODY(nI_"(ﬁ)OVDE
LAMP TYPE SOCKET A (mm) B(mm) H(mm) K.G. //
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1x125 W MER. E27 330 680 290 6,6 —

\ 1x100/1x150W SOD. E40 330 680 290 67 350
\ 1x100/1x150W M.H. E40 330 680 290 6,6 DIFFUSERY CAll
N: 1x250 W SOD. //MH. E40 330 680 290 7,6/75 —

1x250 W MER. E40 330 680 290 7,2
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