STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI GESTAS

LIGHTING
GS3-T 400
BODY : Aluminium with Bright-Anodized
Coating
GLASS/DIFFUSER  : Tempered Glass
REFLECTOR : Special Designed One-Piece,

Aluminum Coated Reflector for
Advanced Light Efficacy

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 65/ 43

OTHER FEATURES : High Temperature and Impact
Resistancy
Optimum Light Distribution
Aluminium Die-Cast & Electrostatic
Painted Frame
Stainless Steel Latches
Diameter 42-60 mm. / Horizontal
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Outdoor Horizontal Montage  Pole Etrance  Road Lighting  Highway Lighting ~ Photocell Magnetic Ballast Electrical Components Kit
Dis Mekan Yatay Montaj — Direk Boru Capi Yol Aydinlamma  Ortoyol Aydinlaima ~ Fotosel Uygr — Manyetik Balast

USAGE AREAS : Roads, Highways, Surrounding
Area Lightings, Walkways, Streets
and Various Outdoor Lighting

Applications

GOVDE : Parlak Eloksal Kaplamali Sivama
Aliminyum

CAMIDIFUZOR : Temperli Cam

REFLEKTOR : Gelistirilmis Isik Verimi igin Ozel

Dizayn Tek Pargali Ozel Kaplamali
Altminyum Reflektor

ELEKTRIKSEL KOMP: Kit Halinde, Yiiksek Verimli Balast,
Ignitér, Kondansator (Opsiyonel)

KORUMA SINIFI 1IP65/43

DIGER OZELLIKLER : Yiiksek Isi ve Darbe Dayanimi.
Optimum Isik Dagilimi
Altminyum Enjeksiyon &

Optimal Light distribution and luminaire efficiency Side view of GS3-T 400W lamp compartment

achieved by single part cold formed Anodized Reflector. reached by opening four stainless steel clips. Elektrostatik Boyalr Cergeveler
Electrical components compartment reached by turning Paslanmaz Celik Mandallar
the screw know counter-clockwise which is placed over Cap 42-60 mm / Yatay Montaj
the Aluminium cover. Galvaniz Balast ve Elektriksel
Elemanlar Baglanti Kiti Kolay
Optimal armatir verimliligi ve 1sik dagilimi tek parca GS3-T 400W yandan goérinimi. Ampul kismina 4 Cikarilabilir ve Servis Verilebilir
soguk sekillendirilmis Anodizeli Reflektor ile sag- adet paslanmaz gelik mandalin agiimasi ile ulagilabil- Elektriksel Elemanlar Kisimi
lanmaktadir. Elektriksel komponentler kompartimani- mektedir.
na Aluminyum kapak iizerinde bulunan diigme basli KULLANIM ALANLARI : Caddeler, Otoyollar, Cevre

Aydinlatmalari, Gezinti Yollari,
Sokaklar, Her Tir Dis Mekan
Aydinlatma Uygulamalari

vidanin saat yoni tersine gevrilmesi ile ulagiimaktadir.

Die-cast Aluminium frame holds gasketing and tempered
glass within ensuring a protection degree of IP65 for
lamps compartment. Both Aluminium frame and electrical
components compartment cover stays suspended to
the luminaire simplifying service and maintenance
operations over the mast.

Dokim Aluminyum cergeve blinyesinde conta ve
temperli cami barindirmaktadir ve ampul kismi igin IP65
sinifi dig etkenlerden korumayi garantilemektedir. Hem
Aluminyum cergeve hemde elektriksel komponentler
kompartimani kapagdi armatir tzerinde direkte takili
halde yapilmasi olasi servis ve bakim islemlerini
kolaylastirmak icin agildiklarinda ana gévdeye askida
kalabilmektedirler.

LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX / KOLi I
\ 1x250 W SOD. // M.H. E40 365 750 230 9,6 (mm)
/
1x250 W MER. E40 365 750 230 10,1 250 #‘,,ﬂg
1x400 W MER. E40 365 750 230 10,5 =
1x400 W SOD. // M.H. E40 365 750 230 11,8/10,7 U
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