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Lamps reached by turning secondary lampholder housing anti-clockwise direction. Gasketing
between two lampholder housing parts ensures IP65 degree working in conjuction with
gasketing placed between reflector and housing diffuser.

Ampullere ikincil duy hamili yuvasini saat yénii tersinde gevirerek ulasiimaktadir. iki duy hamili
yuvasi arasinda bulunan conta reflektor ve gévde-cam arasindaki contalama ile birlikte gorev
yaparak bu kisma IP65 koruma derecesi saglamaktadir.

Front appearance of GSD-O luminaire. Supported lamps
Sodium and Metal Halide up to max 400W power.

GSD-O armatrii nden gorinimi. Sodyum ve Metal Halide
ampuller 400 W'a kadar kullanimi desteklemektedir.

LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX / KOLi
N 1x150 W SOD. //M.H.  E40 330 810 230 9,5
N 1x250 W SOD. //M.H.  E40 330 810 230 11,5

\ 1x400 W SOD. //M.H.  E40 330 810 230 11,7
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GSD-O

BODY
GLASS/DIFFUSER
REFLECTOR
ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE

CAM/ DiF(ZOR
REFLEKTOR
ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

GESTAS

LIGHTING

: Aluminium Injection & Electrostatic

Painted Frame

: Tempered Glass

: Special Coated Aluminium

Reflector For Maximum Reflection
and Efficiency

On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

IP65/43

: High Temperature and Impact

Resistancy

Diameter 42-60 mm. / Horizontal
Installation

Easy Removable and Serviceable
Electrical Components Kit.
Galvanized Ballast and Electrical
Components Connection Kit.
Stainless Steel Latches
Reflector IP65, Ballast Part IP43
Protection Class

: Roads, Highways, Surrounding

Area Lightings, Walkways, Streets
and Various Outdoor Lighting
Applications

: Aliminyum Enjeksiyon &

Elektrostatik Boyal Cergeve

: Temperli Cam

: Maksimum Yansima ve Verim igin

Ozel Kaplamali Aliminyum
Reflektor

Kit Halinde, YUksek Verimli Balast,
Ignitér, Kondansator (Opsiyonel)

1P 65/43

: Yiksek Isi ve Darbe Dayanimi.

Cap 42-60 mm / Yatay Montaj
Kolay Cikarilabilir ve Servis
Verilebilir Elektriksel Elemanlar
Kisimi

Galvaniz Balast ve Elektriksel
Elemanlar Baglanti Kiti
Paslanmaz Celik Mandallar
Reflektér kismi IP65, Balast kismi
IP43 koruma sinifi

Caddeler, Otoyollar, Cevre
Aydinlatmalari, Gezinti Yollari,
Sokaklar, Her Tir Dig Mekan
Aydinlatma Uygulamalari
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