STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI GESTAS

LIGHTING
AMS-66ET
BODY : Spun Aluminium Alloy with Bright-
Anodized Coating
GLASS/DIFFUSER  : Tempered Glass
REFLECTOR : On Housing Total Reflection With
Bright Anodization.

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP66

OTHER FEATURES : Optimum Light Distribution.
EPDM Gasketing

Aluminiim Profile Latches
Maximum Resistancy to Dust,
Water and Moisture.

Aluminium Extrusion Pole
Entrance Appropriate to 42mm
and 60mm Poles

Galvanized Ballast and Electrical
Components Connection Kit
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P ) : Roads, Highways, Surrounding
Outdoor Horizontal Montage ~ Pole Etrance  Road Lighting  Urban Lighting Photocell Magnetic Ballast ~ Electronic Ballast Area nghtlngs, Walkways, Streets
Dis Mekan Yatay Montaj  Direk Boru Capi Yol Aydlaima  Sehir Avdnlaima — Fotosel Uygr  Manyetik Balast  Elekironik Balast and Various Outdoor Lighting
Applications

Inner apperance of AMS66ET luminaire with

tempered glass diffuser

Temperli camli AMSB6ET armatiiriin ig gériinimu GOVDE : Parlak Eloksal Kaplamali Sivama
Alliminyum

CAM/ DIFUZOR : Temperli Cam

AMSB6ET offering an economical solution for basic

lighting applications.

AMSB6ET temel aydinlatma uygulamalari igin

ekonomik bir ¢6zim sunmaktadir. ELEKTRIKSEL KOMP: Kit Halinde, Yiiksek Verimli Balast,
Ignitér, Kondansator (Opsiyonel)

REFLEKTOR : Parlak Eloksal Kaplama ile
Godvdeye Tumlesik Yansima

KORUMA SINIFI : P66

DIGER OZELLIKLER : Optimum Isik Dagilimi.
EPDM Conta.
Aluminyum Profil Mandallar
Toz, Nem ve Suya Karsi
Maksimum Dayaniklilik.
Cap 42 ve 60 mm Boruya Uygun
Alliminyum Profil Kuyruk.
Galvaniz Balast ve Elektriksel
Elemanlar Baglanti Kiti

Adaptable to poles having 42-60 mm diameter on entrance. Without

changing pole entrance part thanks to it's dedicated adaptation KULLANIM ALANLARI : Caddeler, Otoyollar, Cevre
profiles ,easly mounted inside pole entrance part to convert entrance Aydinlatmalari, Gezinti Yollar,
to 42 mm diameter. 2 inox set screws on pole entrance part secures Sokaklar, Her Tur Dis Mekan
the luminaire to the pole. Aydinlatma Uygulamalari

Caplari 42-60 mm arasinda olan direklere 6zel tasarlanmis
adaptasyon profilleri yardimiyla kuyruk parcasi degistirimeden
kolayca adapte edilebilmektedir. Profillerin kuyruk igerisine
yerlestirilmesi ile kuyruk parcasi gapi 42 mm 'e cevrilmektedir.
Kuyruk tzerinde bulunan 2 adet inox setuskur vida armaturt direk
Uzerine sabitlemektedir.

LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX/ KOLi |L|
% 1x150 W SOD. E40 325 485 125 4,2 |
% 1x250 W SOD. // M.H. E40 325 485 125 55 G}
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