FLOODLIGHT / PROJEKTORLER GESTAS
LIGHTING

GPR-DC

BODY : Aluminium Injection & Electrostatic
Painted Frame

GLASS/DIFFUSER  : Tempered Glass
REFLECTOR : High Gloss Aluminium Reflector

ELECTRICAL COMP : High Efficient Ballast, Ignitor,
Capacitor (optional)

PROTECTION CLASS: IP 65

OTHER FEATURES : Designed for High-Beam, Narrow-
Angle Lighting
Maximum Resistancy to Dust,
250W Water and Moisture
EPDM Gasket Insulation
Stainless Steel Latches
Easy Removable and Serviceable

> W" I Electrical Components Kit
i ‘ 1 M ! ‘ Symmetric Reflector (S)
it I’ \# W ‘ IP 65 Protection Wire Mesh.
Indoor&Outdoor  Multiangle Fixing Area Lighting  Magnetic Ballst  Elctronic Ballst (Optional) )
Ie&Dis Mekan Yénlend. Montaj  Alan Aydwlammast — Manyetik Balast  Elektronik Balast Aluminium Injectlon Electrical
Compnents Box
\LAMP TYPE SOCKET @A (mm) B(mm) H(mm)  KG. BOX [ KOLi USAGEAREAS : Parks, Gardens, Factories,
_ Squares, Building Facade
%moo /1x150W SOD. E40 425 510 7.2 (mm) Suares, Bl F e Lots,
Area Lights, Sports Sites, Ports,
1x100/1x150WMH. E40 425 - 510 67 Conetruttion Sites,Plaza Buiing
600 GETum Entrance Lighting Applications and
N1x250 WSOD.//MH. E40 425 - 510 87 o Gther Outdoor Lighting
620 Applications
1x250 W MER. E40 425 - 510 8,2 600
GOVDE : Aliminyum Enjeksiyon &
GPR-DS series mounting Elektrostatik Boyali Cergeve
arms allows the luminaire L
to be tilted between 0-180 CAM/DIFUZOR : Temperli Cam
degrees and fixed any =
f f REFLEKTOR : Yuksek Parlaklikta Aliminyum
desired angle easily. Reflektor
GPR-DS serisi montaj ELEKTRIKSEL KOMP: Yiiksek verimli Balast, Ignitor
kollari armatiriin kolaylikla Kondansator (Opsiyonel)
0-180 dereceleri arasinda
hareket edebilmesine ve KORUMA SINIFI 1P 65

istenen agida P . .
. p . DIGER OZELLIKLER : Dar acili,Uzun Huzmeli Aydinlatma

sa?nlenebllmesme olanak Amagli Tasarlanmigtir

saglamaktadir. Toz, Nem ve Suya Karsi

Maksimum Dayaniklilik

EPDM Conta Izolasyonu

Paslanmaz Celik Mandallar

Kolay Cikarilabilir ve Servis

Verilebilir Elektriksel Elemanlar

Kisimi

Simetrik Reflektér (S )

Tel Koruma Kafesi

(Opsiyonel)

Aluminyum Enjeksiyon Elektriksel

Elemanlar Kutusu

KULLANIM ALANLARI : Parklar,Bahgeler,Fabrikalar,
Meydanlar,Bina Cephe
Aydinlatmalari,Acik Otopark
Aydinlatmalari, Alan
Aydinlatmalari,SporAlanlari,
Limanlar,Santiyeler ,Plaza Bina
Girisi Aydinlatma Uygulamalar ve
Diger Dis Mekan Aydinlatma
Uygulamalari

1000W
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Indoor&Outdoor ~ Multiangle Fixing ~ Arca Lighting Stadium Magnetic Ballast ~ Electronic Ballast
lg&Dig Mekan Yénlend. Montaj ~ Alan Aydinlaimas: Stadyum Manyetik Balast  Elekironik Balast

LAMP TYPE SOCKET @A (mm) B(mm) H(mm) KG. BOX / [<OLi oA
N1 x400 W SOD. // M.H.  E40 570 : 650 7.8 (mm)
% 1x400 W MER. E40 570 - 650 6,7 —
1x1000 W SOD. // M.H. E40 570 - 650 9,2 670 #""’*"
600 600
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