FLOODLIGHT / PROJEKTORLER

i

% om GESTAS
M y

W

B>

» - AN H I
S T
~ ¥ 7 il pes

Indoor&Outdoor ~ Multia
lg&Dig Mekan ler

LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX/
N1X1SOWSOD. /[ M.H. E40 415 415 140 6,2 (mm)
\1x250WSOD.// M.H. E40 415 415 140 7,5 /

\ 1x400 W SOD. // M.H.

AS
E40 415 415 140 8,6/7,7 160%“%

425 455
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GPR-E

BODY

GLASS/DIFFUSER
REFLECTOR

: Aluminium Injection, Electrostatic
Painted Body and Frame.

: Tempered Glass

: Embossed Aluminium Reflector

ELECTRICAL COMP : On Module, High Efficient Ballast,

Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 65

OTHER FEATURES

USAGE AREAS

GOVDE

CAM/DIFUZOR
REFLEKTOR

: High Temperature and Impact
Resistancy
Vertical 180 Degrees Directional
Connectivity
Maximum Resistancy to Dust,
Water and Moisture
Easy Removable and Serviceable
Electrical Components Kit
Stainless Steel Screws and
Mounting Components

: Parks, Gardens, Factories,
Squares, Building Facade
Lightings, Outdoor Parking Lots,
Area Lights, Sports Sites, Ports,
Construction Sites, Plaza -Building
Entrance Lighting Applications and
Other Outdoor Lighting
Applications

: Aluminyum Enjeksiyon,
Elektrostatik Boyall Govde ve
Cerceve

: Temperli Cam

: Gofrajli Aluminyum Reflektdr

ELEKTRIKSEL KOMP: Kit Halinde, Yiiksek Verimli Balast,

KORUMA SINIFI
DIGER OZELLIKLER

Ignitdér, Kondansatér (Opsiyonel)
1P 65

: YUksek Isi ve Darbe Dayanimi.
Dikeyde 180 Derece
Yonlendirilebilir Baglanti
Toz, Nem ve Suya Karsi
Maksimum Dayaniklilik
Kolay Cikarilabilir ve Servis
Verilebilir Elektriksel Elemanlar
Kisimi
Paslanmaz Vida ve Baglanti
Pargalar

KULLANIM ALANLARI : Parklar, Bahgeler, Fabrikalar,

Meydanlar, Bina Cephe
Aydinlatmalari, Agik Otopark
Aydinlatmalari, Alan
Aydinlatmalari, SporAlanlari
Limanlar, Santiyeler, Plaza Bina
Girisi Aydinlatma Uygulamalar ve
diger Dis Mekan Aydinlatma
Uygulamalar




FLOODLIGHT / PROJEKTORLER

Fixing arm has an ability to tilt the luminaire between 0-180 degrees Electrical
Components take place on a galvanized metal plate inside the cover exist below
lamp compartment and reached by untightining four screws.

Montaj ayadi armatirii 0-180 dereceleri arasinda hareket ettirmeye olanak
saglamaktadir. Elektriksel komponentler ampul bélimi altinda yer alan bolim
icerisindeki galvaniz sase lizerine monteli halde bulunmaktadir ve kapak tizerindeki
4 adet vidanin gevsetilmesi ile ulagilabilmektedirler.

Tempered glass diffuser integrated Aluminium frame Galvanized Metal plate with assambled electrical
secured to the housing by two hinges on lower part. components.

Two screws placed on top untigtened to reach the

lamp.

Elektriksel komponentler montajli galvaniz metal

Temperli cam diflizér Aluminyum gergeve igerisine sase.

entegre edilmistir ve gévdeye alt kisimda bulunan
2 adet mentese mekanizmasi ile sabitlenmistir.
Ampule erisebilmek igin Ustte bulunan 2 adet vidayi
gevsetmek yeterlidir.

Fixing Luminaire / Armatur Montaj

dn

Luminaire Servicing / Armatiir Servis Islemleri
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