FLOODLIGHT / PROJEKTORLER
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Indoor&Outdoor  Multiangle Fixing Magnetic Ballast ~ Electronic Ballast

Ie&Dis Mekan Yonlend, Montaj Manyetik Balast

LAMP TYPE

1x50 W SOD.

1x70 W SOD. // M.H.
1x125 W MER.
1x100 / 1x150W SOD.
1x100 / 1x150W M.H.
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Indoor&Outdoor  Multiangle Fixing Indust. High Bay
I¢&Dig MekanYoinlend. Montaj End. Yiiksek Tavan

LAMP TYPE
1x250 W MER.

1x400 W MER.
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Elektronik Balast

E27
E27
E27
E40
E40

1x400 W SOD. // M.H.

%WZSO W SOD. // M.H.
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SOCKET

E40
E40
E40
E40

A (mm)

280
280
280
280
280

Elektronik Balast

260
260
260
260

B (mm)

365
365
365
365
365

20 | il 1pes
M E

Magnetic Ballast  Electronic Ballast
Manyeiik Balast

535
535
535
535

H (mm)
190
190
190
190
190

SOCKET A (mm) B (mm) H(mm)

190
190
190
190

GPRSX65 150 W

K.G.
10,1
10,2
9,7
12,0
11,9

GPRSX65 400 W
K.G. BOX/

13,2 (mm)
15,5 —
14,8 335#‘"‘%
15,8 270 580

GPRSX

BODY

GLASS/DIFFUSER
REFLECTOR

ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE

CAM/ DiFUZOR
REFLEKTOR

ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

GESTAS

LIGHTING

65

: Aluminium Extrusion Body,

Die-Cast Side Covers

: Tempered Glass

: High Gloss Aluminium Reflector

Embossed, Matt-Bright Anodized,
Non-Anodized(RAW) Reflector
Option

On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

IP 65

: High Temperature and Impact

Resistancy

Optimum Light Distribution.
Maximum Resistancy to Dust,
Water and Moisture.

Vertical 360, Horizontal 180
Degrees Directional Fixing.
Easy Removable Side Covers.
Symmetric and Asymmetric
Optional (S/A)

Wind Pressure Resistancy upto
100km/h

Easy Removable and Serviceable
Electrical Components Kit
Isolation with Dedicated Silicone
Gasketing

: Parks, Gardens, Factories,

Squares, Building Facade
Lightings, Outdoor Parking Lots,
Area Lights, Sports Sites, Ports,
Construction Sites, Plaza-Building
Entrance Lighting Applications and
Other Outdoor Lighting
Applications

: Aliminyum Ekstriizyon Goévde,

Aluminyum Dékim Yan Kapaklar

: Temperli Cam

: Yuksek Parlaklikta Aliminyum

Reflektor
Gofrajli, Mat-Parlak Anodizeli,
Anodizesiz Reflektor Segenegi

Kit Halinde, Yliksek Verimli Balast,
Ignitoér, Kondansator (Opsiyonel)

:1IP 65

: Ylksek Isi ve Darbe Dayanimi.

Optimum Isik Dagilimi

Toz, Nem ve Suya Karsi
Maksimum Dayaniklilik
Dikeyde 360 Yatayda 180 Derece
Yoénlendirilebilir Baglant

Kolay Sokilebilir Yan Kapaklar
Simetrik ve Asimetrik
Opsiyonu ( S/ A)

100 km/saat Riizgar Basincina
Dayaniklilik

Kolay Cikarilabilir ve Servis
Verilebilir Elektriksel Elemanlar
Kisimi .

Ozel Silikon Conta Izolasyonu

Parklar, Bahgeler, Fabrikalar,
Meydanlar, Bina Cephe
Aydinlatmalari, Agik Otopark
Aydinlatmalari, Alan
Aydinlatmalari, Spor Alanlari
Limanlar, Santiyeler, Plaza Bina
Girisi Aydinlatma Uygulamalar ve
Diger Dis Mekan Aydinlatma
Uygulamalari




FLOODLIGHT / PROJEKTORLER

Suitable for both indoor and outdoor use GPRSX can be produced with wire cage in need of extra protection of vandalism on outdoor applications or as a ball impact
protection / extra safety requirements on indoor applications.

GPRSX hem i¢ mekan hemde dis mekan kullanimina uygun bir Griindiir. Opsiyonel olarak dig mekanlarda vandalizm korumasi igin veya i¢ mekanlarda top garpma
korumasi / ekstra guivenlik igin tel kafesli olarak Uretilebilmektedir.

Side cover's stays suspended on housing
for easy service and maintenance
operations.

Yan kapaklar servis ve bakim iglemlerini
kolaylastirabilmek igin gévdeye askida
kalabilmektedirler.

Ballast and Electrical Components
Balast ve Elektriksel Komponentler

www.gestas.com.tr




