FLOODLIGHT / PROJEKTORLER GESTAS
LIGHTING

GPR-T 1000W

HOUSING : Aluminium Injection & Electrostatic
Painted Body

GLASS/DIFFUSER  : Tempered Glass
REFLECTOR : Embossed Aluminium Reflector

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 65

OTHER FEATURES : High Temperature and Impact
Resistancy
Optimum Light Distribution.
Vertical 180 Degrees Directional
Connectivity
Maximum Resistancy to Dust,
Water and Moisture
Symmetric Reflector (S)
Easy Removable and Serviceable
Electrical Components Kit
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APPLICATION : Parks, Gardens, Factories,

Squares, Building Facade
Lightings, Outdoor Parking Lots,
Area Lights, Sports Sites, Ports,
Construction Sites, Plaza-Building
Entrance Lighting Applications and

Other Outdoor Lighting
Applications

GOVDE : Aluminyum Enjeksiyon &
Elektrostatik Boyali Gévde

CAM/ DiFUZOR : Temperli Cam

REFLEKTOR : Gofrajli Aluminyum Reflektor

ELEKTRIKSEL KOMP: Kit Halinde, Yiiksek Verimli Balast,
Ignitér, Kondansator (Opsiyonel)

KORUMA SINIFI : IP 65

DIGER OZELLIKLER : Yuksek Isi ve Darbe Dayanimi.
Optimum Isik Dagilimi
Dikeyde 180 Derece
Yonlendirilebilir Baglanti
Toz, Nem ve Suya Karsi
Maksimum Dayaniklilik
Simetrik Reflektor (S )
Kolay Cikarilabilir ve Servis
Verilebilir Elektriksel Elemanlar
Kisimi
Aluminyum Profil Mandallar
Aluminyum Enjeksiyon Elektriksel
Elemanlar Kutusu
(Opsiyonel)
Govdeden Bagimsiz Balast
Kutusu Secenekleri (Opsiyonel)

KULLANIM ALANLARI : Parklar, Bahgeler, Fabrikalar,
Meydanlar, Bina Cephe
Aydinlatmalari, Agik Otopark
Aydinlatmalari, Alan
Aydinlatmalari, Spor Alanlari
Limanlar, Santiyeler, Plaza Bina
Girisi Aydinlatma Uygulamalar ve
diger Dis Mekan Aydinlatma
Uygulamalari

LAMP TYPE SOCKET A(mm) B(mm) H(mm) K.G. BOX/ KOLi B
1x1000 W M.H. E40 478 455 170 10,0 (mm)
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FLOODLIGHT / PROJEKTORLER

Fixing Luminaire / Armatiir Montaji
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With its slim design GPR-T is a die-cast Aluminium floodlight with symmetric light
beam for 1000W lamps. The ignitor is placed on a proper position inside the
housing where ballast and capacitors are placed inside a seperate independent
ballast box or a seperate plate.

GPR-T ince tasarimiyla 1000W ampuller icin tretilmis simetrik 1s1k dagilimina
sahip bir aluminyum enjeksiyon projektdrdir. Ignitdr armatur igerisinde uygun bir
yere yerlestirilimis olup, balast ve kondansatorler bagimsiz bir balast kutusu
icerisine veya metal sase Uzerine yerlestiriimektedir.

Front tempered glass is fixed by two hinges and four profile
Aluminium latches on housing. Lamp replacement also can be
done by only removing ignitor box and slipping out the lamp
laterally. GPR-T is suitable for wide range of application areas
as stadiums, harbors, area lighting, airports, industrial areas,
squares.

Temperlenmis 6n cam gévdeye 2 adet mentese ve 4 adet profil
aluminyum mandal ile sabitlenmistir. Ampul degisimi ayrica
g6vdeye monteli ignitér kutusunun sékilmesi ve ampulun
yanlamasina gikariimasi ile gergeklestirilebilmektedir. GPR-T;
stadyumlar, limanlar, alan aydinlatmalari, havalimanlari,
endustriyel alanlar, meydanlar ve benzeri genis bir uygulama
alani sahasina hitap etmektedirler.

www.gestas.com.tr




