DECORATIVE, PARK - GARDEN LIGHTING /
DEKORATIF, PARK - BAHGCE AYDINLATMA GESTAS

PARK - GARDEN / PARK - BAHCE LIGHTING

GBx-x SERISi

BODY : Aluminium Extrusion Housing,
Aluminium Cast Cap and
Aluminium Flange & Electrostatic
Paint

GLASS/DIFFUSER  : Opal Plexiglass Diffuser

ELECTRICAL COMP : High Efficient Ballast, Ignitor,
Capacitor (optional)
Magnetic / Electronic / Dimmable
Ballast, Emergency Kit Additionally
Appliciable

PROTECTION CLASS: IP 54

OTHER FEATURES : Suitable for use with Energy
Saving Compact Fluorescent

Lamps .
— Optional "RAL" Colors Appliciable.
I'""wl ® " Maximum Resistancy to Dust,
W (Y] |||||“|“ 3' 1P 54 Water and Moisture
M A2 Al Different Concepts and
Outdoor RAL Colors ECO Park-Garden Light. Magnetic Ballast ~ Electronic Ballast ~Electronic Dimm. Emergency Architectural Designs Complying
Dis Mekan RAL Renkleri ECO Park-Bahge Aydin.  Manyetik Balast  Elektronik Balast  Elektronik Dimli Acil Durum VariOUS Model O tionS
Two-Color "RAL" Appliciable
Service and maintenance operations for GBX series Housing Paint
GBX serisi servis ve bakim operasyonlari USAGE AREAS : Parks, Walking Paths, Structure

Surrounding Applications, Sites,
Residental,Commercial
Complexes, Applications where
Decorative Outdoor Lighting
Preferred

GOVDE : Aliminyum Ekstriizyon Gévde,
Aluminyum Dokium Sapka ve
Aluminyum Flans & Elektrostatik
Boya

CAM/DIFUZOR : Opal Pleksi Cam Difiizér

ELEKTRIKSEL KOMP: Yiiksek verimli Balast, Ignitor
Kondansator (Opsiyonel)
Manyetik / Elektronik / Dim
Edilebilir Balast ve Ek Uygulanabilir
Emergency Kit (Acil Kit)

KORUMA SINIFI 1 1P 54

. . N . DIGER OZELLIKLER : Enerji Tasarruflu Kompakt
Unscrew the set screws and hold up the cap. Remove inner chassis and complete necessary operations. Floresan Ampullerle Kullanima
Setuskur vidalari sékiin ve bashgi kaldirin I¢ saseyi yerinden cikartarak gerekli islemleri tamamlayin. ygun
Opsiyonel "RAL" Renkleri
Uygulanabilir
Toz, Nem ve Suya Karsi
Maksimum Dayaniklilik.
Farkl Mimari Tasarimlara ve
Konseptlere Uygun Model
Secenekleri
Cift Renkli "RAL" Uygulanabilir
Govde Boyasi

KULLANIM ALANLARI : Parklar, Yirlyus Yollar, Bina
cevreleri, Siteler, Konut Alanlari-
Is Merkezi Cevre Aydinlatmalari,
Dekoratif Aydinlatmanin Tercih
Edildigi Mekanlar

Control the connections. Mount the inner chassis back to its position and fix

Baglantilari kontrol edin. with screws
I¢ saseyi yerine yerlestirin ve vidalarla sabitleyin.

*GB series park/garden luminaires

DA
gy
LAMP TYPE SOCKET @A (mm) B(mm) H(mm) KG. BOX / KOLi ?ggobe ﬁrc_mlhl;cec:1 bet\Q/eednnso_O-
mm heignts where stanaart size
1x20/1x23/1x27 WECOFL E27 150 -  500-1000 - (mm) | 15 500mm. ’
= - - *GB serisi k/bah tarleri
\mo W M.H. // SOD. E27 150 500-1000 o 155 sersi parkioance armatirier
1x13/1x18/1x26 WCT ~ G24d 150 - 500-1000 - 403 #" ~ drefilebimektedirir. Standart olgdleri
& 1x70 W M.H. CDM-T G12 150 - 500-1000 - 180" 180
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IDENTIFYING GBX-X SERIES VARIATIONS / GBX-X SERISI VARYASYONLARI TANIMLAMASI

Top Cover Type

Code Frame Type Code
Kod Aydinlatma Pencere Tipi Kod

7
P % Diyagonal Izgarali / Diagonal grill
o [l over oo veriat e

Y Yatay Izgarali / Horizontal grill

F2-F3-F4-F6 D] Fener / Lantern
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Top Cover Type
Baslik Tipi




