DECORATIVE, PARK - GARDEN LIGHTING /
DEKORATIF, PARK - BAHCE AYDINLATMA GESTAS

PARK - GARDEN / PARK - BAHCE LIGHTING

GP2

BODY : Aluminium & Electrostatic Painted

GLASS/DIFFUSER  : UV - Stabilized Acrylic Diffuser
Transparent, Opal or Crystal
Diffuser Options

ELECTRICAL COMP : Magnetic Ballast (Metal and
Sodium Series)

PROTECTION CLASS: IP 54

OTHER FEATURES : Suitable for use with Energy
Saving Compact Fluorescent
Lamps
Aluminum Die-Casting Luminaire
Supporting Parts
Optional "RAL" Colors Appliciable.
Maximum Resistancy to Dust,
Water and Moisture

USAGE AREAS : Parks, Walking Paths, Structure
Surrounding Applications, Sites,
H1 Residental,Commercial
Complexes, Applications where
Decorative Outdoor Lighting
Preferred
GP2 series poles can be produced . . .
between 2000-3500mm pole height. Must GOVDE : Aluminyum & Elektrostatik Boyali
be identified during ordering where CAMIDIFUZOR : UV Stabilizeli Akrilik Diftizér.

standard production doesn't include pole. Transparan, Opal veya Kristal

L . Diflizor Opsiyonlari
GP2 serisi direkleri 2000-3500mm
arasinda Uretilebilmektedir. Direk ELEKTRIKSEL KOMP: Manyetik Balast (Metal ve Sodyum
yuksekligi siparis asamasinda Serileri)

belirtiimelidir, standart tretimde direk

mevcut degildir. KORUMA SINIFI 1P 54

DIGER OZELLIKLER : Enerji Tasarruflu Kompakt
Floresan Ampullerle Kullanima
Uygun
Aliminyum Dékim Armatar
Destek Parcalari
Opsiyonel "RAL" Renkleri
Uygulanabilir
Toz, Nem ve Suya Karsi
Maksimum Dayanikhhk

KULLANIM ALANLARI : Parklar, Yurlyus yollari, Bina
cevreleri, Siteler,Konut Alanlari-
Is Merkezi Cevre Aydinlatmalari,
Dekoratif aydinlatmanin tercih
edildigi mekanlar

Inner anodized bright aluminium .
diffuser of GP2 OPTIONAL ACCESSORIES/OPSIYONEL AKSESUARLAR
GP2 anodize parlak aluminyum i¢
diftiz6ru Underground fixing module
Yer alti sabitleme modulu

Outdoor RAL Colors Pole Etrance ECO Park-Garden Light. Urban Lighting  Magnetic Ballast
Dis Mekan RAL Renkleri  Direk Boru Capt ECO Park-Bahge Aydn. Sehir Aydlatma  Manyetik Balast

For a better and more effective light distrubition GP2 has an inner bright
anodized aluminium louver within. A clear acrylic diffuser covering
enables the maximum of created light transmit from luminaire without
minimalized blocking of light while protecting the lamp and inner aluminium
diffuser from outdoor weather conditions.

lyilestirilmis ve daha verimli bir 1sik dagilimi icin GP2 parlak aluminyumdan r oA 1
imal edilmis bir i¢ reflektor ile donatiimistir. Transparan akrilik dis diftizér —= ]
retilen 1s5131n maksimum seviyede dis ortama aktariimasina olanak =

saglamakta ve ayni zamanda ampulu ve aluminyum i¢ difizérl dis H
ortam hava sartlarindan korumaktadir.

LAMP TYPE SOCKET @A B H H1 K.G. BOX/ <OLi
(mm) (mm) (mm) (mm) (mm)
% 1x20/1x23/1x27 WECO E27 505 - 330 2000-3500 3,5 nl

1x70 W SOD. // M.H. E27 505 - 330 2000-3500 4,9
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