DECORATIVE, PARK - GARDEN LIGHTING /
DEKORATIF, PARK - BAHCE AYDINLATMA

DECORATIVE CITY LIGHTING / DEKORATIF SEHIR AYDINLATMASI

OPTIONAL ACCESSORIES
OPSIYONEL AKSESUARLAR

Wire (Catenary)
Suspension Kit
Appliciable 8-12 mm
Steel Wire

Aski Aparati
(Kataner) 8-12 mm
Celik Tel ile
Kullanima Uygundur.

ASKI 102

Tube Type

Suspension Kit
(Appliciable To @42 / @60
Tubes, Size Must Be
Specified On Ordering)
Boru Tip (@42 / @60 mm
Boru ile Kullanima
Uygundur, Olgii Siparis
Asamasinda Belirtilmelidir.)

ASKI 104

BODY / GOVDE
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GESTAS

LIGHTING
BODY : Aluminium & Electrostatic Painted
GLASS/DIFFUSER  : Tempered Glass
REFLECTOR : High Gloss Aluminium Reflector

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 66

OTHER FEATURES : Special Designed One-Piece,
Aluminum Coated Reflector for
Advanced Light Efficacy
EPDM Gasket Insulation.
Maximum Resistancy to Dust,
Water and Moisture
Using on Poles with Console or
Hanging with Steel Suspension
Rope Appliciable
Two-Color "RAL" Appliciable
Housing Paint
Easy Removable and Serviceable
Electrical Components Kit

USAGE AREAS : Parks, Walking Paths, Structure
Surrounding Applications, Sites,
Residental,Commercial
Complexes, Applications where
Decorative Outdoor Lighting

Preferred
GOVDE : Aluminyum & Elektrostatik Boyali
CAM/DIFUZOR : Temperli Cam
REFLEKTOR : Yiksek Parlaklikta Aliminyum
Reflektor

ELEKTRIKSEL KOMP: Kit Halinde, Yiiksek Verimli Balast,
Ignitor, Kondansator (Opsiyonel)

KORUMA SINIFI 1P 66

DIGER OZELLIKLER : Gelistirilmis Isik Verimi Igin Ozel
Dizayn Tek Parcali Ozel Kaplamali
Aliminyum Reflektor
EPDM Conta Izolasyonu
Toz, Nem ve Suya Karsli
Maksimum Dayaniklhk
Direk Konsolu veya Celik Asma
Halatina Monte Edilebiime
Secenegi
Cift Renkli "RAL" Uygulanabilir
Govde Boyasi
Kolay Cikarilabilir ve Servis
Verilebilir Elektriksel Elemanlar
Kisimi

KULLANIM ALANLARI : Parklar, Yirlyls Yollar, Bina
cevreleri, Siteler, Konut Alanlari-
Is Merkezi Cevre Aydinlatmalari,
Dekoratif Aydinlatmanin Tercih
Edildigi Mekanlar
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