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DEKORATIF, PARK - BAHGE AYDINLATMA
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Outdoor Park-Garden Light. ~Pole Etrance  Electronic Ballast
Dis Mekan Park-Bahge Avdn. Direk Boru Capt  Elektronik Balast

GP 500 GP 501 GP 502

GP500 series poles can be produced between 2000-3500 mm pole height
must be identified during ordering where standard production doesn't

include pole.
GP500 serisi direkleri 2000-3500mm arasinda Uretilebilmektedir. Direk
yuksekligi siparis asamasinda belirtiimelidir, standart tretimde direk mevcut
degildir.
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LAMP TYPE SOCKET A B H H1 K.G. BOX / KOLI

(mm) (mm) (mm) (mm) (mm)
% 1x32 W 2Gx13 500 - 110 2000-3500 2,2
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GESTAS

LIGHTING

GP 500

BODY
GLASS/DIFFUSER

: Aluminium & Electrostatic Painted

: UV - Stabilized Prismatic Acrylic
(PMMA) Diffuser
Prismatic, Transperant, Opal
,Semi-Transparent Diffuser
Options

ELECTRICAL COMP : Electronic Ballast
(Fluorescent Models)

PROTECTION CLASS: IP 54

OTHER FEATURES : Maximum Resistancy to Dust,
Water and Moisture

USAGE AREAS : Parks, Walking Paths, Structure
Surrounding Applications, Sites,
Residental, Commercial
Complexes, Applications where
Decorative Outdoor Lighting
Preferred

GOVDE : Aluminyum & Elektrostatik Boyali

CAM/DIFUZOR : UV Stabilizeli Prizmatik Akrilik
(PMMA) Diftizor.
Prizmatik, Transparan, Opal, Yari-
Opal Cam Opsiyonlari

ELEKTRIKSEL KOMP: Elektronik Balast (Floresan
Modeller)

KORUMA SINIFI 1P 54

DIGER OZELLIKLER : Toz, Nem ve Suya Karsi

Maksimum Dayanikhlik

KULLANIM ALANLARI : Parklar, Ylrlyus yollari, Bina
cevreleri, Siteler, Konut Alanlari-
Is Merkezi Cevre Aydinlatmalari,
Dekoratif Aydinlatmanin tercih
edildigi mekanlar

OPTIONAL ACCESSORIES/OPSIYONEL AKSESUARLAR

Underground fixing module
Yer alti sabitleme moduill
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