PETROL STATION - CANOPY LUMINAIRES
BENZINLIK - KANOPI ARMATURLER

GBK

BODY : DKP Metal & Electrostatic Painted
GLASS/DIFFUSER  : Tempered Glass

REFLECTOR : High Gloss Aluminium Reflector
Embossed, Matt-Bright Anodized,

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 65

OTHER FEATURES : Optimum Light Distribution.
Maximum Resistancy to Dust,
Water and Moisture
Stainless Steel Screws and
Mounting Components
Phosphate-Coated DKP Metal
Frame
Easy Removable and Serviceable
Electrical Components Kit

USAGE AREAS : Petrol stations, Canopy Ceilings,

| ME— =) ap - High-Ceiling Outdoor Applications
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Outdoor Recessed Petrol Station  Magnetic Ballast Cut-Size
Dig Mekan Svaali Bengin Istasyonlar:  Manyetik Balast Kesim Olgiisii

GOVDE : DKP Sac & Elektrostatik Boyall
CAM/DIFUZOR : Temperli Cam

REFLEKTOR : Yiksek Parlaklikta Aliminyum
Reflektor
Gofrajli, Mat- Parlak Anodizeli,

ELEKTRIKSEL KOMP: Kit Halinde, Ytiksek Verimli Balast,
Ignitdér, Kondansator (Opsiyonel)

KORUMA SINIFI 1P 65

DIGER OZELLIKLER : Optimum Isik Dagilimi.

Toz, Nem ve Suya Karsi
| — - Maksimum Dayaniklilik.
Paslanmaz Vida ve Baglanti
One side on tempered glass diffuser is Embossed bright anodized aluminium used for a Pargalari
produced frosted to hide electrical smooth light distribution. Diffuser is produced from Fosfat Kaplamali DKP Sac
components underneath tempered glass material.

Cerceve
Kolay Cikarilabilir ve Servis
Temperli cam difuzérde tek tarafli Esit 1s1k dagilimi icin gofrajli parlak anodizeli Verilebilir Elektriksel Elemanlar
bluzkltu'lglalrik imal edlt||ml§ _O|IUP al_t|rt1.dak| aluminyum kullaniimaktadir. Diftizér kismi temperli Kisimi
elektriksel komponentler gizlenmistir. | imal edilmistir. .

cam malzemeden imal edilmistir KULLANIM ALANLARI : Benzin istasyonlari, Kanopi

Tavanlar, Yiksek Tavanh Dis
Mekan Uygulamalari
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Side appearance of GBK Housing, inner and outer frames are produced from metal, electrostatic painted with
RAL9016 White color as standard.

GBK yan goriinimu. Govde, i¢ ve dis gergeveler sacdan imal edilmis olup standart olarak RAL9016 Beyaz
elektrostatik boyalidir.
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1x150 W M.H.  E40 485 485 205 10,9 (mm)
\ 1x250 W M.H.  E40 485 485 205 11,8
% 1x400 W M.H.  E40 485 485 205 12,2

% LAMP TYPE SOCKET A (mm) B (mm) H (mm) K.G. BOX/ 1OLi
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