PETROL STATION - CANOPY LUMINAIRES
BENZINLIK - KANOPI ARMATURLER
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Outdoor Recessed
Dis Mekan Swaalte

Petrol Station  Magnetic Ballast  Electronic Ballast
Benzin Istasyonlar:  Manyetik Balast  Elektronik Balast

Electrostatic painted Aluminium reflector offers a well-
distrubuted high efficiency light output with a low glare
coefficient supplies a high grade color rendering >90 when
used with new generation ceramic discharge lamps.

Elektrostatik boyali Aluminyum reflektor ile iyi dagitiimis,
ylksek verimde 1sik cikisi saglamakla birlikte disuk
kamasma katsayisi elde edilmektedir. Yeni nesil seramik
desarjli ampullerin kullanimi ile yliksek kademede renk
geri verim endeksi >90 degerleri saglanabilmektedir.

Single part housing quarentees water tigtness in every
conditions.

Tek parcadan olusan gévde her tur hava sartlarinda
sizdirmazligi garantilemektedir.

LAMP TYPE SOCKET A (mm)
R 1x150 W M.H.  Rx7S 400
Ry 1x250 W MH.  Fe2 400
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370x370 g
MM
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Housing is sealed by a complete silicon gasket to ensure
highest durability on toughest outdoor conditions.

Govde komple silikon conta ile izole edilmis olup en sert
dis hava sartlarinda dahi yliksek dayaniklilik
saglamaktadir.
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Tempered glass cover stays suspended to the housing
during servicing.

Servis iglemleri stiresince temperli cam gévdeye askida
kalabilmektedir.

BOX / KOLi
(mm)
B (mm) H (mm) K.G.
400 198 85 —
200 #s.qu
400 198 8,8
420 450
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GBM-A

BODY
GLASS/DIFFUSER
REFLECTOR

ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

GOVDE
CAM/DIFUZOR
REFLEKTOR

ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

GESTAS

LIGHTING

: Aluminium Cold Formed
: Tempered Glass

: White Painted Aluminium

Segmented Reflector

On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

IP 65

: Aluminium Injecion Frame

Maximum Resistancy to Dust,
Water and Moisture

Stainless Steel Screws and
Mounting Components
Optimum Light Distribution
Direct Installation without Inner
Connection with Plug& Play
Terminal Set

Isolation with Special Silicone
Gasketing

: Petrol stations, Canopy Ceilings,

High-Ceiling Outdoor Applications

: Aliminyum Baski Gévde
: Temperli Cam

: Beyaz Boyall Aluminyum

Segmentli Reflektor

Kit Halinde, YUksek Verimli Balast,
Ignitér, Kondansator (Opsiyonel)

1P 65

: Aliminyum Enjeksiyon Cergeve.

Toz, Nem ve Suya Karsi
Maksimum Dayanikhlk
Paslanmaz Vida ve Baglanti
Parcalari

Optimum Isik Dagihmi .
Tak&Calistir Klemens Seti ile I¢
Baglant| Gerektirmeyen Direkt
Montaj Imkani )

Ozel Silikon Conta Izolasyonu

Benzin istasyonlari, Kanopi
Tavanlar, Yiksek Tavanli Dis
Mekan Uygulamalari
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