PETROL STATION - CANOPY LUMINAIRES D
BENZINLIK - KANOPi ARMATURLER GESLIf’T\,ﬁ

GBM-S

BODY : Aluminium Cold Formed
GLASS/DIFFUSER  : Tempered Glass
REFLECTOR : High Gloss Aluminium Reflector

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 65

OTHER FEATURES : Optimum Light Distribution.
Maximum Resistancy to Dust,
Water and Moisture
Easy Installation Suspension
System
Stainless Steel Screws and
Mounting Components
Aluminium Injecion Frame
Easy Removable and Serviceable
Electrical Components Kit
Suitable For Surface Mounted

Applications
A = 1 Direct Installation without Inner
TN e ) MM pes Commecit i s Flo
Outdoor Surface Petrol Station ~ Magnetic Ballast ~ Electronic Ballast Isolation with Special Silicone
Dig Mekan Swaiistii Benzin Istasyonlart ~ Manyetik Balast Elekironik Balast Gasketing
USAGE AREAS : Petrol stations, Canopy Ceilings,

High-Ceiling Outdoor Applications.

GOVDE : Aliminyum Baski Gévde

CAM/DIFUZOR : Temperli Cam

REFLEKTOR : Yuksek Parlaklikta Aluminyum
Reflektor

ELEKTRIKSEL KOMP: Kit Halinde, Yiiksek Verimli Balast,
Ignitér, Kondansator (Opsiyonel)

KORUMA SINIFI 1P 65

DIGER OZELLIKLER : Optimum Isik Dagilimi.
Toz, Nem ve Suya Karsi
Maksimum Dayanikhlk.
Kolay Montaj Aski Sistemi.
Paslanmaz Vida ve Baglanti
Parcalar
Aliminyum Enjeksiyon Cergeve.
Kolay Cikarilabilir ve Servis
Verilebilir Elektriksel Elemanlar
Kisimi
Sivausti Kullanima Uygun
Tak&Calistir Klemens Seti ile I¢
Baglant| Gerektirmeyen Direkt
Montaj Imkani .
Ozel Silikon Conta Izolasyonu

KULLANIM ALANLARI : Benzin Istasyonlari, Kanopi
Tavanlar, Yiksek Tavanli Dig
Mekan Uygulamalari

LAMP TYPE SOCKET A (mm) B (mm) H (mm) K.G. BOX /
L% 1x150 W M.H.  Rx7S 335 335 190 85 (mm)
L 1x250 W MH.  Fe2 335 335 190 88 A
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SERVICE AND MAINTENANCE OPERATIONS
SERVIS VE BAKIM OPERASYONLARI

Cut the mains voltage and de-attach the front diffuser.
Elektrigi kesin ve 6n cami yerinden sokdin.

PETROL STATION - CANOPY LUMINAIRES
BENZINLIK - KANOPi ARMATURLER

Remove the lamp, make sure the lamp gets cool enough
if was working before. (Cooling duration approx. 10 mins.)

Lambayi yerinden gikarin, eger armatir servis isleminden evvel
¢alisir durumda ise sogudugundan emin olun. (Soguma suresi
yaklasik 10 dk.)

Remove inner reflector to reach electrical component.
Diffuser stays suspended to housing during servicing.

Elektriksel komponente ulasmak igin i¢ reflektort gikarin
difizoér ve reflektdr servis suresince govdeye askida kalacaktir.

REFLECTOR OPTIONS
REFLEKTOR OPSIYONLARI

Follow past steps to return luminaire back to its initial state after
necessary operations done.

Gereken miidahaleler yapildiktan sonra 6nceki adimlar izlenerek
armatir ilk pozisyonuna getirilir.
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ALUMINIUM REFLECTOR
ALUMINYUM REFLEKTOR

ALUMINIUM PAINTED REFLECTOR
ALUMINYUM BOYALI REFLEKTOR
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COCENTRIC CIRCLES ALU.REFL. _
ESMERKEZ DAIRESEL REFLEKTOR
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