OUTDOOR WALLWASHERS CEILING / WALL / UNDERGROUND /
DIS MEKAN APLIKLER TAVAN / DUVAR /| YERE GOMME :) GESTAS

LIGHTING

WALL & OVERHEAD / DUVAR & TAVAN APLIKLER

GFE SERIES

BODY

GLASS/DIFFUSER
ELECTRICAL COMP

PROTECTION CLASS:

OTHER FEATURES

: Aluminium Injection & Electrostatic

Painted Body

: Prismatic Diffuser

: Used Direct with Mains Voltage.

IP 54

: High Temperature and Impact

Resistancy
Die-Cast Aluminium Frame
GFE 100 Maximum Resistancy to Dust,
Water and Moisture
Suitable for use with Energy Saving
Compact Fluorescent Lamps
» G AR E27 Lampholder

N 2 IP54 USAGE AREAS : Structure Entrances, Ships,Hangar
- Sorface Entrances,Closed Areas,Open
le&Dis Mekan — Dvar Montaj Svaiisi Area Wall, Applications,
Walkways,Shipyards,Building

LAMP TYPE SOCKET A (mm) B (mm) H(mm) K.G. BOX/ Facades,Balconies, Garden Walls
60W EN E27 110 210 80 1,1 (mm)

GOVDE : Alumi Enjeksi &
% 100W EN E27 165 282 125 2,7 Aluminyum | gfyaslllyggvde
% 1x20/1x23 W ECOFL E27 165 282 125 27 4% #“ - CAMDIFUZOR

: Prizmatik Cam
175 202 ELEKTRIKSEL KOMP: Direkt Sebeke Gerilimi ile Galigir
KORUMA SINIFI 1P 54

DIGER OZELLIKLER : Yiiksek Isi ve Darbe Dayanimi.
Aliminyum Enjeksiyon Cergeve
Toz, Nem ve Suya Karsl
Maksimum Dayaniklilik
Enerji Tasarruflu Kompakt
Floresan Ampullerle Kullanima
Uygun E27 Duylu

KULLANIM ALANLARI : Bina Girigleri, Gemiler, Hangar
Girigleri ,Kapali Alanlar, Acik Alan
Duvar Uygulamalari, Koridorlar,
Yurlyus Yollari, Tersaneler, Bina
Cepheleri, Balkonlar, Bahce
Duvarlari
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Indoor&Outdoor  Wall Mount Surface
Dis Mekan Duvar Montaj Swaiistii

LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. BOX /
% 60W EN 75

% 100W EN 120

1x20/1x23 W ECO FL 120
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