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RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR
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Recessed Direct
Swvaaln Direkt

2 ;
200
Cut-Size

Kesim Olgiisii

Indoor
Ig Mekan

Thermal LED
Ist Yonetimi LED

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel)
color can be selected optionally on order phase.

Elektrostatik boyali aliminyum enjeksiyon cergeve, satin led difiizér, Yumusak 1sik dagilimi ile esit
aydinlatiimis konforlu ortamlar olusturur.Kéti i1siklandirmanin insan Uzerinde olusturabilecegi
olumsuz etkileri yok eder.Cerceve rengi siparis asamasinda talebe gore opsiyonel renklerden
segilebilinir.

Lifetime >= 50.000 hours
Omiir >= 50.000 saat
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With pure Aluminium heat sink for better thermal
management summing a higher lumen output
and longer life Led's.

SMD LED's used for homogeneous light
distribution with high CRI index >80 for comfortable
working places and applications areas.

Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi
ve sonug olarak daha yiiksek lumen giktisi ve
daha uzun émdirll Led'ler.

SMD Ledler ile homojen 1sik dagilhimi
saglanmasi ile birlikte yiksek CRI >80 degeri ile
konforlu galisma ve aplikasyon alanlari

LAMP TYPE SOCKET A (mm) H (mm) K.G. BOX / <OLi
<’ 25WLED - 218 46 18 (mm)
. 30WLED - 218 46 2.1 o
. #sﬁfw
240 240

www.gestas.com.tr

CIRCLE / DAIRESEL

GSS 908

BODY

GLASS/DIFFUSER
REFLECTOR

ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

OPTIONAL

GOVDE

CAM/ DiFUZOR
REFLEKTOR

ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

OPSIYONEL

Y/

: Aluminium Injection &

Electrostatic Painted

: Satin LED diffuser

: High Reflectance Painted Inner

Reflector

Switch Mode, Constant Current
LED Power Supply

IP 40

: Maximum Efficiency with High

Lumen Output LED's and Low-
Loss Transformer

Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink

Easy Connection With Electrical
Equipment Sockets

: Interiors, Plaster Ceiling

Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

: Human Centric Lighting (2700K + 6500K)

2 CH.-DALI8
CRI> 90

1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)

: Aliminyum Enjeksiyon &

Elektrostatik Boyali

: Satin LED Diftzéra
: Yiiksek Yansitict Ozellikli Boyali

i¢ Reflektor

Switch Mode, Sabit Akim LED Gug
Kaynagi

1P 40
: Yuksek Limen Cikisli Ledler ve

Dusuk Kayiph Trafo ile Maksimum
Verim

Saf Aluminyum Sogutucu ile
Optimum Isi degerleri.
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

Ic mekanlar, Algl Tavan
Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

: Insan Odakli Aydinlatma (2700K + 6500K)

2CH.-Dali 8
CRI > 90

1/2/3 OPSIYONEL MAC ADAM STEP
(SDCM)

I
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RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

CIRCLE / DAIRESEL

GSS 808

BODY : Aluminium Injection Casting &
Electrostatic Painted

GLASS/DIFFUSER  : Satin LED diffuser

REFLECTOR : High Reflectance Painted Inner
Reflector

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 40

OTHER FEATURES : Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink

— Easy Connection With Electrical
Pt — ggC % g IP 40 ﬁ Equipment Sockets
= e et =t = 2l USAGE AREAS : Interiors, Plaster Ceiling
Mok e Divs o Yonerii 1D Koo Oxpas Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows
OPTIONAL : Human Centric Lighting (2700K + 6500K)
2 CH.-DALI 8
CRI>90
1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)
GOVDE : Aliminyum Enjeksiyon Dokim &
Elektrostatik Boyali
\ I CAM/DIFUZOR  : Satin LED Difuizér
REFLEKTOR : Yuksek Yansitici Ozellikli Boyali
Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable l¢ Reflektdr
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel) ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
color can be selected optionally on order phase. Kaynagi
Elektrostatik boyali aliminyum enjeksiyon cergeve, satin led difiizor, Yumusak 1sik dagilimi ile esit KORUMA SINIFI 1P 40
aydinlatiimis konforlu ortamlar olusturur.Kéti 1siklandirmanin insan Ulzerinde olusturabilecegi o . B .
olumsuz etkileri yok eder.Cerceve rengi siparis asamasinda talebe gére opsiyonel renklerden DIGER OZELLIKLER : Yiksek Limen Cikisl Ledler ve
secilebilinir. Disik Kayipl Trafo ile Maksimum
Verim
Saf Aluminyum Sogutucu ile
Lifetime >= 50.000 hours Optimum Isi degerleri.
Omiir >= 50.000 saat Elektriksel Ekipman Soketleri ile

Kolay Baglanti

KULLANIM ALANLARI : I¢ mekanlar, Algl Tavan
Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

- b OPSIYONEL : Insan Odakli Aydinlatma (2700K + 6500K)
% N\ 2CH.-Dali 8
CRI>90
- 1/2/3 OPSIYONEL MAC ADAM STEP
: YV — (SDCM)
5 -':\ S -
With pure Aluminium heat sink for better thermal SMD LED's used for homogeneous light
management summing a higher lumen output distribution with high CRI index >80 for comfortable —
and longer life Led's. working places and applications areas. "
Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi SMD Ledler ile homojen 1sik dagilimi &,
ve sonug olarak daha yiiksek lumen ¢iktisi ve saglanmasi ile birlikte yiksek CRI >80 degeri ile —
daha uzun 6marli Led'ler. konforlu galisma ve aplikasyon alanlari
LAMP TYPE SOCKET GA (mm) H (mm) K.G. BOX/ KOL/
<’ 25WLED - 218 46 18 (mm) oA
~_~ 30WLED - 218 46 2,1 106 #&ﬁ
240 240 |

www.gestas.com.tr




RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR
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| S (e IR - IP40

Indoor
I Mekan

Recessed
Swvaaln

Direct
Direkt

Thermal LED
Ist Yonetimi LED

0
CutSize
Kesim Olgiisii

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel)
color can be selected optionally on order phase.

Elektrostatik boyali alliminyum enjeksiyon gerceve, satin led difiizor, Yumusak i1sik dagilimi ile esit
aydinlatiimis konforlu ortamlar olusturur.Kotl isiklandirmanin insan (zerinde olusturabilecegi
olumsuz etkileri yok eder.Cerceve rengi siparis asamasinda talebe gére opsiyonel renklerden

segilebilinir.

Lifetime >= 50.000 hours
Omiir >= 50.000 saat
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With pure Aluminium heat sink for better thermal
management summing a higher lumen output
and longer life Led's.

Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi

ve sonug olarak daha yiiksek lumen giktisi ve
daha uzun émdirll Led'ler.

LAMP TYPE SOCKET

< 15WLED ;

-~ 20WLED -

GA (mm)
170
170

SMD LED's used for homogeneous light
distribution with high CRI index >80 for comfortable
working places and applications areas.

SMD Ledler ile homojen 1sik dagilimi
saglanmasi ile birlikte yiksek CRI >80 degeri ile
konforlu galisma ve aplikasyon alanlari

H (mm) K.G. BOX/ KOLi
47 1,6 (mm)
—
47 17 o .
180 180

www.gestas.com.tr

CIRCLE / DAIRESEL

GSS 906

BODY

GLASS/DIFFUSER
REFLECTOR

ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

OPTIONAL

GOVDE

CAM/ DiFUZOR
REFLEKTOR

ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

OPSIYONEL

iy

: Aluminium Injection Casting &

Electrostatic Painted

: Satin LED diffuser

: High Reflectance Painted Inner

Reflector

Switch Mode, Constant Current
LED Power Supply

IP 40

: Maximum Efficiency with High

Lumen Output LED's and Low-
Loss Transformer

Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink

Easy Connection With Electrical
Equipment Sockets

: Interiors, Plaster Ceiling

Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

: Human Centric Lighting (2700K + 6500K)

2 CH.-DALI8
CRI> 90

1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)

: Aliminyum Enjeksiyon Dokim &

Elektrostatik Boyali

: Satin LED Diftzéra
: Yiiksek Yansitict Ozellikli Boyali

i¢ Reflektor

Switch Mode, Sabit Akim LED Gug
Kaynagi

1P 40
: Yuksek Limen Cikisli Ledler ve

Dusuk Kayiph Trafo ile Maksimum
Verim

Saf Aluminyum Sogutucu ile
Optimum Isi degerleri.
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

Ic mekanlar, Algl Tavan
Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

: Insan Odakli Aydinlatma (2700K + 6500K)

2CH.-Dali 8
CRI>90

1/2/3 OPSIYONEL MAC ADAM STEP
(SDCM)
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RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR
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Indoor Recessed Direct LED
I Mekan Swvaaln Direkt Ist Yonetimi LED

CutSize
Kesim Olgiisii

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel)
color can be selected optionally on order phase.

Elektrostatik boyali alliminyum enjeksiyon cerceve, satin led difiizoér, Yumusak i1sik dagilhmi ile esit
aydinlatiimis konforlu ortamlar olusturur.K6tl isiklandirmanin insan (zerinde olusturabilecegi
olumsuz etkileri yok eder.Cergeve rengi siparis asamasinda talebe goére opsiyonel renklerden

segilebilinir.

Lifetime >= 50.000 hours
Omiir >= 50.000 saat
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With pure Aluminium heat sink for better thermal
management summing a higher lumen output
and longer life Led's.

Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi

ve sonug olarak daha yiksek lumen giktisi ve
daha uzun 6mdrlu Led'ler.

LAMP TYPE SOCKET
<’ 15WLED :
<~ 20WLED -

@A (mm)
170
170

SMD LED's used for homogeneous light
distribution with high CRI index >80 for comfortable
working places and applications areas.

SMD Ledler ile homojen 1sik dagilimi
saglanmasi ile birlikte yliksek CRI >80 degeri ile
konforlu galisma ve aplikasyon alanlari

H (mm) K.G. BOX / KOLi
47 1,6 (mm)
/
47 17 - .
180 180

www.gestas.com.tr

CIRCLE / DAIRESEL

GSS 806

BODY : Aluminium Injection Casting &
Electrostatic Painted

GLASS/DIFFUSER  : Satin LED diffuser

REFLECTOR : High Reflectance Painted Inner
Reflector

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 40

OTHER FEATURES : Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink
Easy Connection With Electrical
Equipment Sockets

USAGE AREAS : Interiors, Plaster Ceiling
Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

OPTIONAL : Human Centric Lighting (2700K + 6500K)
2 CH.-DALI 8

CRI>90

1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)

GOVDE : Aliminyum Enjeksiyon Dokim &
Elektrostatik Boyali

CAM/DIFUZOR  : Satin LED Difiizérii

REFLEKTOR : Yiiksek Yansitict Ozellikli Boyali
I¢ Reflektor

ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
Kaynagi

KORUMA SINIFI 1P 40

DIGER OZELLIKLER : Yiksek Limen Cikisli Ledler ve
Disik Kayipl Trafo ile Maksimum
Verim
Saf Aluminyum Sogutucu ile
Optimum Isi degerleri.
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

KULLANIM ALANLARI : I¢ mekanlar, Algl Tavan
Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

OPSIYONEL : Insan Odakli Aydinlatma (2700K + 6500K)
2 CH. - Dali 8

CRI > 90

1/2/3 OPSIYONEL MAC ADAM STEP
(SDCM)
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RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

-’

| . ge |+ 8 IP40

Indoor
I Mekan

Recessed
Swvaaln

Direct
Direkt

Thermal LED
Ist Yonetimi LED

Cut-Size
Kesim Olgiisii

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel)

color can be selected optionally on order phase.

Elektrostatik boyali alliminyum enjeksiyon gerceve, satin led difiizor, Yumusak 1sik dagihmi ile esit
aydinlatiimis konforlu ortamlar olusturur.Kétl 1siklandirmanin insan Uzerinde olusturabilecegi
olumsuz etkileri yok eder.Cerceve rengi siparis asamasinda talebe goére opsiyonel renklerden

segilebilinir.

Lifetime >= 50.000 hours
Omiir >= 50.000 saat

With pure Aluminium heat sink for better thermal
management summing a higher lumen output
and longer life Led's.

Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi

ve sonug olarak daha yiiksek lumen giktisi ve
daha uzun émdirll Led'ler.

LAMP TYPE SOCKET

<’ 10WLED ;

- 15WLED -

GA (mm)
139
139

SMD LED's used for homogeneous light
distribution with high CRI index >80 for comfortable
working places and applications areas.

SMD Ledler ile homojen 1sik dagilimi
saglanmasi ile birlikte yiksek CRI >80 degeri ile
konforlu galisma ve aplikasyon alanlari

H (mm) K.G. BOX / 1OLi
47 14 (mm)
47 16
95
150 150

www.gestas.com.tr

CIRCLE / DAIRESEL

GSS 905

BODY

GLASS/DIFFUSER
REFLECTOR

ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

OPTIONAL

GOVDE

CAM/ DiFUZOR
REFLEKTOR

ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

OPSIYONEL

T

: Aluminium Injection Casting &

Electrostatic Painted

: Satin LED diffuser

: High Reflectance Painted Inner

Reflector

Switch Mode, Constant Current
LED Power Supply

IP 40

: Maximum Efficiency with High

Lumen Output LED's and Low-
Loss Transformer

Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink

Easy Connection With Electrical
Equipment Sockets

: Interiors, Plaster Ceiling

Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

: Human Centric Lighting (2700K + 6500K)

2 CH.-DALI8
CRI> 90

1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)

: Aliminyum Enjeksiyon Dokim &

Elektrostatik Boyali

: Satin LED Diftzéra
: Yiiksek Yansitict Ozellikli Boyali

i¢ Reflektor

Switch Mode, Sabit Akim LED Gug
Kaynagi

1P 40
: Yuksek Limen Cikisli Ledler ve

Dusuk Kayiph Trafo ile Maksimum
Verim

Saf Aluminyum Sogutucu ile
Optimum Isi degerleri.
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

Ic mekanlar, Algl Tavan
Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

: Insan Odakli Aydinlatma (2700K + 6500K)

2 CH.-Dali 8
CRI > 90

1/2/3 OPSIYONEL MAC ADAM STEP
(SDCM)
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RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

A =

Indoor Recessed Direct
I Mekan Swvaaln Direkt

Thermal LED
Ist Yonetimi LED

o | s 8 P

CutSize
Kesim Olgiisii

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel)

color can be selected optionally on order phase.

Elektrostatik boyali aliminyum enjeksiyon cergeve, satin led difiizor, Yumusak 1sik dagilimi ile esit
aydinlatiimis konforlu ortamlar olusturur.Kéti i1siklandirmanin insan UGzerinde olusturabilecegi
olumsuz etkileri yok eder.Cergeve rengi siparis asamasinda talebe gdére opsiyonel renklerden

secilebilinir.

Lifetime >= 50.000 hours
Omiir >= 50.000 saat

With pure Aluminium heat sink for better thermal
management summing a higher lumen output
and longer life Led's.

Saf Aluminyum sogutucu ile daha iyi 1sI yonetimi

ve sonug olarak daha yiksek lumen giktisi ve
daha uzun 6mdrlu Led'ler.

LAMP TYPE SOCKET
<’ 10WLED :
< 15WLED -

@A (mm)
139
139

SMD LED's used for homogeneous light
distribution with high CRI index >80 for comfortable
working places and applications areas.

SMD Ledler ile homojen 11k dagihmi
saglanmasi ile birlikte ylksek CRI >80 degeri ile
konforlu galigsma ve aplikasyon alanlari

H (mm) K.G. BOX / 1OLi
47 14 (mm)
47 16
95
150 150

www.gestas.com.tr

CIRCLE / DAIRESEL

GSS 805

BODY : Aluminium Injection Casting &
Electrostatic Painted

GLASS/DIFFUSER  : Satin LED diffuser

REFLECTOR : High Reflectance Painted Inner

Reflector

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 40

OTHER FEATURES : Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink
Easy Connection With Electrical
Equipment Sockets

USAGE AREAS : Interiors, Plaster Ceiling
Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

OPTIONAL
2 CH.-DALI8

CRI>90

1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)

GOVDE : Aliminyum Enjeksiyon Dokim &

Elektrostatik Boyali
CAM/ DiF0zOR
REFLEKTOR

: Satin LED Diftiz6ru

: Yiiksek Yansitict Ozellikli Boyali
I¢ Reflektor

ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
Kaynagi

KORUMA SINIFI
DIGER OZELLIKLER

1P 40

: Yuksek Limen Cikisli Ledler ve
Dislk Kayipl Trafo ile Maksimum
Verim
Saf Aluminyum Sogutucu ile
Optimum Isi degerleri.
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

KULLANIM ALANLARI : i¢ mekanlar, Algi Tavan
Uygulamalari, Konferans Salonlari,
Aligveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

OPSIYONEL
2 CH.-Dali 8

CRI>90

1/2/3 OPSIYONEL MAC ADAM STEP
(SDCM)

T

s

: Human Centric Lighting (2700K + 6500K)

: Insan Odakli Aydinlatma (2700K + 6500K)



RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

A =

Indoor Recessed Direct
Ig Mekan Swvaaltt Direkt

Thermal LED
Ist Yonetimi LED
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MM
Cut-Size
Kesim Olgiisi

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel)

color can be selected optionally on order phase.

Elektrostatik boyali alliminyum enjeksiyon gergeve, satin led diftizér, Yumusak i1sik dagilimi ile esit
aydinlatiimis konforlu ortamlar olusturur.Kéti 1siklandirmanin insan Uzerinde olusturabilecegi
olumsuz etkileri yok eder.Cerceve rengi siparis asamasinda talebe gore opsiyonel renklerden

segilebilinir.

Lifetime >= 50.000 hours
Omiir >= 50.000 saat

With pure Aluminium heat sink for better thermal
management summing a higher lumen output
and longer life Led's.

Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi
ve sonug olarak daha yiiksek lumen giktisi ve
daha uzun émdirll Led'ler.

LAMP TYPE SOCKET A (mm)
5W LED . 114
- 10 WLED - 114

SMD LED's used for homogeneous light
distribution with high CRI index >80 for comfortable
working places and applications areas.

SMD Ledler ile homojen 1sik dagilimi
saglanmasi ile birlikte yliksek CRI >80 degeri ile
konforlu galigsma ve aplikasyon alanlari

H (mm) KG. BOX / KOL/
41 14 (rm)
41 16
9 #“‘f"‘“
125 125

www.gestas.com.tr

CIRCLE / DAIRESEL

GSS 904

BODY : Aluminium Injection Casting &
Electrostatic Painted

GLASS/DIFFUSER  : Satin LED diffuser

REFLECTOR : High Reflectance Painted Inner

Reflector

ELECTRICAL COMP : Switch Mode, Constant Current

LED Power Supply

PROTECTION CLASS: IP 40

OTHER FEATURES : Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink
Easy Connection With Electrical
Equipment Sockets
USAGE AREAS : Interiors, Plaster Ceiling
Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows
OPTIONAL : Human Centric Lighting (2700K + 6500K)
2 CH.-DALI 8
CRI>90
1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)
GOVDE : Aliminyum Enjeksiyon Dokim &
Elektrostatik Boyali
CAM/DIFUZOR  : Satin LED Difuizér
REFLEKTOR : Yiksek Yansitici Ozellikli Boyali
I¢ Reflektor
ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
Kaynagi
KORUMA SINIFI 1P 40
DIGER OZELLIKLER : Yiiksek Limen Cikisl Ledler ve

Dusuk Kayiph Trafo ile Maksimum
Verim

Saf Aluminyum Sogutucu ile
Optimum Isi degerleri.
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

KULLANIM ALANLARI : i¢ mekanlar, Algi Tavan

OPSIYONEL

Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

: Insan Odakli Aydinlatma (2700K + 6500K)
2 CH.-Dali 8

CRI>90

1/2/3 OPSIYONEL MAC ADAM STEP
(SDCM)

Y/
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RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

CIRCLE / DAIRESEL

GSS 804

BODY : Aluminium Injection Casting &
Electrostatic Painted

GLASS/DIFFUSER  : Satin LED diffuser

REFLECTOR : High Reflectance Painted Inner
Reflector

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 40

OTHER FEATURES : Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink

F—u Easy Connection With Electrical
A\ > - gac < ﬂ IP 40 § Equipment Sockets
D G Gy Gy - 1007 USAGE AREAS : Interiors, Plaster Ceiling
Iy Mekan Swaaln Direkt Ist Yonetimi LED Kesim Olgiisi Applications, Conference Halls,

Shopping Malls, Hallways, Offices,
Shopping Windows

OPTIONAL : Human Centric Lighting (2700K + 6500K)
2 CH.-DALI 8

CRI>90

1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)

GOVDE : Aliminyum Enjeksiyon Dokim &
Elektrostatik Boyali

CAM/DIFUZOR  : Satin LED Difiizérii

REFLEKTOR ! Yiksek Yansitici Ozellikli Boyali

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable I¢ Reflektor
environments.Eliminates .unwanted bad effects of low quality lighting on humans.Frame (bezel) ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
color can be selected optionally on order phase. Kaynag
Elektrostatik boyali aliminyum enjeksiyon cergeve, satin led difiizor, Yumusak 1sik dagilimi ile esit KORUMA SINIFI L IP 40
aydinlatiimis konforlu ortamlar olusturur.Ko6ti isiklandirmanin insan (zerinde olusturabilecegi ’
olumsuz etkileri yok eder.Cergeve rengi siparis asamasinda talebe gére opsiyonel renklerden DIGER OZELLIKLER : Yiiksek Limen Cikish Ledler ve
segilebilinir. Dusuk Kayiph Trafo ile Maksimum

Verim

e _ Saf Aluminyum Sogutucu ile

Lifetime >= 50.000 hours Optimum Is1 degerleri.
Omir >= 50.000 saat Elektriksel Ekipman Soketleri ile

Kolay Baglanti

KULLANIM ALANLARI : i¢ mekanlar, Algi Tavan
Uygulamalari, Konferans Salonlari,

' Alisveris Merkezleri, Koridorlar,
F Ofisler, Vitrinler
o
. e, OPSIYONEL : Insan Odakli Aydinlatma (2700K + 6500K)
’ 2 CH.-Dali 8
{ CRI > 90

1/2/3 OPSIYONEL MAC ADAM STEP

- (SDCM)
o 10
With pure Aluminium heat sink for better thermal SMD LED's used for homogeneous light —
management summing a higher lumen output distribution with high CRI index >80 for comfortable
and longer life Led's. working places and applications areas. “\ H
Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi SMD Ledler ile homojen 1s1k dagihmi —
ve sonug olarak daha yuksek lumen ¢iktisi ve saglanmasi ile birlikte yiksek CRI >80 degeri ile
daha uzun émdrlu Led'ler. konforlu galigsma ve aplikasyon alanlari -
LAMP TYPE SOCKET @A (mm) H (mm) K.G. BOX/ KOL/
< 5WLED - 114 41 14 (mm) oA
. 10 WLED - 114 41 1,6
95 =
125 125 -

www.gestas.com.tr




RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

NS

A =

Indoor Recessed Direct
I Mekan Swvaaln Direkt

Thermal LED
Ist Yonetimi LED

LN el

e 8 w0

M

Cut-Size
Kesim Olgiisii

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel)

color can be selected optionally on order phase.

Elektrostatik boyali alliminyum enjeksiyon gergeve, satin led difiizér, Yumusak isik dagilimi ile esit
aydinlatiimis konforlu ortamlar olusturur.Kéti 1siklandirmanin insan Uzerinde olusturabilecegi
olumsuz etkileri yok eder.Cergeve rengi siparis asamasinda talebe gdére opsiyonel renklerden

segilebilinir.

Lifetime >= 50.000 hours
Omiir >= 50.000 saat

With pure Aluminium heat sink for better thermal
management summing a higher lumen output
and longer life Led's.

Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi
ve sonug olarak daha yiiksek lumen giktisi ve
daha uzun émdirll Led'ler.

LAMP TYPE SOCKET A (mm)
<’ 3WLED ; 87
. BWLED - 87

SMD LED's used for homogeneous light
distribution with high CRI index >80 for comfortable
working places and applications areas.

SMD Ledler ile homojen 1sik dagilimi
saglanmasi ile birlikte yiiksek CRI >80 degeri ile
konforlu galigsma ve aplikasyon alanlari

H (mm) K.G. BOX / K01/
38 12 (mm)
38 14 —

www.gestas.com.tr

CIRCLE / DAIRESEL

GSS 903

BODY

GLASS/DIFFUSER
REFLECTOR

ELECTRICAL COMP :

PROTECTION CLASS:
OTHER FEATURES

USAGE AREAS

OPTIONAL

GOVDE

CAM/ DiFUZOR
REFLEKTOR

ELEKTRIKSEL KOMP:

KORUMA SINIFI
DIGER OZELLIKLER

KULLANIM ALANLARI :

OPSIYONEL

Y/

: Aluminium Injection Casting &

Electrostatic Painted

: Satin LED diffuser

: High Reflectance Painted Inner

Reflector

Switch Mode, Constant Current
LED Power Supply

IP 40

: Maximum Efficiency with High

Lumen Output LED's and Low-
Loss Transformer

Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink

Easy Connection With Electrical
Equipment Sockets

: Interiors, Plaster Ceiling

Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

: Human Centric Lighting (2700K + 6500K)

2 CH.-DALI8
CRI> 90

1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)

: Aliminyum Enjeksiyon Dokim &

Elektrostatik Boyali

: Satin LED Diftzéra
: Yiiksek Yansitict Ozellikli Boyali

i¢ Reflektor

Switch Mode, Sabit Akim LED Gug
Kaynagi

1 1P 40

: Yuksek Limen Cikisli Ledler ve

Dusuk Kayiph Trafo ile Maksimum
Verim

Saf Aluminyum Sogutucu ile
Optimum Isi degerleri.
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

ic mekanlar, Algi Tavan
Uygulamalari, Konferans Salonlari,
Aligveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

: Insan Odakli Aydinlatma (2700K + 6500K)

2 CH.-Dali 8
CRI>90

1/2/3 OPSIYONEL MAC ADAM STEP
(SDCM)

juny

TA




RECESSED DOWNLIGHTS / SIVAALTI SPOTLAR

A X
C

Ist Yonetimi LED

Indoor Recessed Direct
Ig Mekan Swaaltt Direkt

s @ a0 ?ﬁ

Cut-Size
Kesim Olgiisii

Electrostatic Painted Aluminum Injection frame, Satine Led Diffuser, Creates comfartable
environments.Eliminates unwanted bad effects of low quality lighting on humans.Frame (bezel)

color can be selected optionally on order phase.

Elektrostatik boyali alliminyum enjeksiyon gerceve, satin led difiizor, Yumusak 1sik dagihmi ile esit
aydinlatiimis konforlu ortamlar olusturur.Kétl 1siklandirmanin insan Uzerinde olusturabilecegi
olumsuz etkileri yok eder.Cerceve rengi siparis asamasinda talebe goére opsiyonel renklerden

segilebilinir.

Lifetime >= 50.000 hours
Omiir >= 50.000 saat

With pure Aluminium heat sink for better thermal
management summing a higher lumen output
and longer life Led's.

Saf Aluminyum sogutucu ile daha iyi 1s1 yonetimi

ve sonug olarak daha yiksek lumen giktisi ve
daha uzun 6mdrlu Led'ler.

LAMP TYPE SOCKET

<’ 3WLED -
. BWLED -

@A (mm)
87
87

SMD LED's used for homogeneous light
distribution with high CRI index >80 for comfortable
working places and applications areas.

SMD Ledler ile homojen 1sik dagilimi
saglanmasi ile birlikte yiksek CRI >80 degeri ile
konforlu galisma ve aplikasyon alanlari

H (mm) K.G. BOX / KOLi
38 1,2 (mm)
/
38 1,4
90 #‘ﬁ
o5 95

www.gestas.com.tr

CIRCLE / DAIRESEL

GSS 803

BODY : Aluminium Injection Casting &
Electrostatic Painted

GLASS/DIFFUSER  : Satin LED diffuser

REFLECTOR : High Reflectance Painted Inner

Reflector

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 40

OTHER FEATURES : Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer
Designed Especially for Indoor use
Optimum Heat Values With Pure
Aluminium Heatsink
Easy Connection With Electrical
Equipment Sockets

USAGE AREAS : Interiors, Plaster Ceiling
Applications, Conference Halls,
Shopping Malls, Hallways, Offices,
Shopping Windows

OPTIONAL
2 CH.-DALI8

CRI>90

1/2/3 OPTIONAL MAC ADAM STEP
(SDCM)

GOVDE : Aliminyum Enjeksiyon Dokim &

Elektrostatik Boyali
CAM/ DiF0zOR
REFLEKTOR

: Satin LED Diftiz6ru

: Yiiksek Yansitict Ozellikli Boyali
I¢ Reflektor

ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
Kaynagi

KORUMA SINIFI
DIGER OZELLIKLER

1P 40

: Yuksek Limen Cikisli Ledler ve
Disik Kayipl Trafo ile Maksimum
Verim
Saf Aluminyum Sogutucu ile
Optimum Isi degerleri.
Elektriksel Ekipman Soketleri ile
Kolay Baglanti

KULLANIM ALANLARI : Ig¢ mekanlar, Algi Tavan
Uygulamalari, Konferans Salonlari,
Alisveris Merkezleri, Koridorlar,
Ofisler, Vitrinler

OPSIYONEL
2 CH.-Dali 8

CRI>90

1/2/3 OPSIYONEL MAC ADAM STEP
(SDCM)

T,

T

DA

: Human Centric Lighting (2700K + 6500K)

: Insan Odakli Aydinlatma (2700K + 6500K)



info@gestas.com.tr Tel : +90 (212) 483 37 77 pbx
satis@gestas.com.tr Fax: +90 (212) 483 44 54
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