RECESSED LUMINAIRES / SIVAALTI ARMATURLERI
RECESSED DIRECT / SIVAALTI DIREKT GESTAS

LIGHTING

GLED 210-S

BODY : Metal & Electrostatic Painted

GLASS / DIFFUSER : UV - Stabilized polystyrene Diffuser

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply, Enesis Emergency
Samsung led

PROTECTION CLASS: IP 40

OTHER FEATURES : Maximum Efficiency with High
Lumen Output LED's and Low-
Loss Transformer Ral 9016

USAGE AREAS : Offices, Hallways, Stairs, Stores,
Hotels, Conference Halls,

2 Shopping Centers, Structure

" Entrances, Classrooms, Custom

and Decorative Locations
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Indoor Surface Direct Sensor App. Electronic Ballast Electronic Dimm. Emergency Direct LED RGB LED CAM / DIFUZOR ° UV Stablllze" POlIStren leuzor
I Mekan Swvaiistii Direkt Sensor Eklenebilir  Elektronik Balast  Elektronik Dimli Acil Durum Direkt LED RGB LED

ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giig
Kaynag\, Enesis Kit,samsung led

KORUMA SINIFI 1 1P 40

DIiGER OZELLIKLER : Yiksek Lumen Cikish Ledler ve
Disuk Kayipli Trafo ile Maksimum
Verim Ral 9016

KULLANIM ALANLARI : Ofisler, Koridorlar, Merdivenler,
Magazalar, Oteller, Konferans
Salonlari, Alisveris Merkezleri,
Bina Girigleri, Derslikler, Ozel ve
Dekoratif Mekanlar
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(mm)
15 W LED - 400 400 70 35 B
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18 W LED - 400 400 70 3,5 ae #“’“'""' R /
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