GESTAS

LIGHTING

EMERGENCY LIGHTING / ACIL DURUM YONLENDIRME ARMATURLERI

GEXT 120-LD

BODY : Injection moulted opal
Diffuser covered ABS body

GLASS/DIFFUSER  : UV - Stabilized Acrylic Diffuser

ELECTRICAL COMP : Electronic / Emergency Version
Option

PROTECTION CLASS: IP 40

OTHER FEATURES : Single Face
Charging Indicator: Green Led
Various Print Options
Emergency Kit 1 or 3 Hours
Working conditions: 8VA in
Shortage Lighting ON, 20VA in
Continuous Lighting
Charging Time: 48 hours
Low Energy Consumption
Overcharge, Deep Cycle
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Indoor Surface Direct Electronic Ballast ~ Emergency Emergency (1hr.) Emergency (3hr.) USAGE AREAS : Indoor AppﬁcatiOﬂS

I¢ Mekan Swvaiistii Direkt Elektronik Balast Acil Durum Acil Durum (Isaat) Acil Durum (3saat)
GOVDE : ABS gévde opal Kapak
CAM/DiFUZOR : UV Stabilizeli Yiiksek Gegirgenlikli

Akrilik Diftzor
ELEKTRIKSEL KOMP: Elektronik / Emergency Versiyon

CODING SCHEME / KODLAMA SEMASI é 3 Segenegi
~
contiuous KORUMA SINIFI 1 IP 40
GEXT 020 - FL/G09/A1 e DIGER OZELLIKLER : Tek Yizli
| | | 11 11 | N Sarj Gostergesi: Yesil Led
;u Farkli Baski Secenekleri
MODEL NAME LAMP TYPE ?VRF/’\:HIC ghi%fg‘?é:%sﬂcs — ACI| Klt 1 veya 3 Saat_ )
TLLOMINATION 3HOUR BACKUP Calisma Kosullari: Kesintide yanan
N SHORTAGE 8VA, Sirekli yanan 20VA
Sarj suresi: 48 saat
Duisuk Enerji Tuketimi
Uzun Omurll AkU icin Asirt Sarj
ve Derin Desarj Karsi Koruma
B . Devresi
Qéé‘;ﬁ%ﬂg‘ggl\?RNEwESg:gER;AGE ! BACKUP TIME / YEDEKLEME SURESI KULLANIM ALANLARI : Kapali Alan Uygulamalari
1-1HOUR/1-1SAAT
B- CONTINUOUS ILLUMINATION / . A ) ) . .
HER ZAMAN DEVREDE Available with only single side option.
3-3HOUR/3-3SAAT * Sadece tek yizlu olarak opsiyon

.. .. sunulabilmektedir.
* SINGLE SIDE / TEK YUZLU

* DOUBLE SIDE / CIFT YUZLU
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LAMP TYPE SOCKET A(mm) B(mm) H(mm) KG. LLJ
=\ 2 W LED - 56 346 106 0,9
=\ 3 W LED - 56 346 106 0,9
=\ 5W LED - 56 346 106 0,9
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