EMERGENCY LIGHTING / ACIL DURUM YONLENDIRME ARMATURLERI

GESTAS

LIGHTING

GEXT 1000-LD
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BODY : Aluminium & Electrostatic Painted Body
GLASSI/DIFFUSER  : Tempered Glass

ELECTRICAL COMP : Electronic / Emergency Version
Option

PROTECTION CLASS: IP 65

OTHER FEATURES

USAGE AREAS : Tunnels, All Kinds of Outdoor
For applications
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GOVDE : Aliminyum & Elektrostatik Boyali
CAM/DIFUZOR : Temperli cam
CODING SCHEME / KODLAMA SEMASI 3 .
- ELEKTRIKSEL KOMP: Elektronik / Emergency Versiyon
conTivuous Secenegi
'CONTINUOUS
GEXT 020 - FL/G09 /A1 KORUIASIF 1P 65
L | L I 1 | 2 L .
L | DIGER OZELLIKLER
MODEL NAME LAMP TYPE ~ GRAPHIC ELECTRICAL
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A - ILLUMINATION IN SI-!ORTAGE 1 BACKUP TIME / YEDEKLEME SURESI

KESINTIDE DEVREYE GIREN

B- CONTINUOUS ILLUMINATION /
HER ZAMAN DEVREDE

1-1HOUR/1-1SAAT

3-3HOUR/3- 3 SAAT
* SINGLE SIDE / TEK YUZLU
* DOUBLE SIDE / CIFT YUZLU
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* SINGLE SIDE / TEK YUZLU
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LAMP TYPE SOCKET A(mm) B(mm) H(mm) K.G. L ”‘
=\ 2x4 W LED - 75 350 230 1,90
Y=\ 2x10 W LED - 75 350 230 2,20
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