FLOODLIGHT / PROJEKTORLER

GESTAS

LIGHTING

GPRH 650-LD

BODY : Aluminium Extrusion Housing,
Aluminium Injection Die-Cast Side
Covers, Electrostatic Painted Side
Covers

GLASS/DIFFUSER  : Polycarbonate UV stabilizel
monoblok cam

REFLECTOR -

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 66

OTHER FEATURES : High heat and shock resistancy
Optimum light distribution
Maximum resistency to dust and
water, Horizontal 180
degrees directional
connectivity, Easy Accesable
Electrical Components,
Compartment intervene part of
electrical components,
Silicon Gasheting

USAGE AREAS : Sport Fields, Gymnasium areas,
Building Facados, Marines, Ports,
Tunnels, Crossroads,
Aprons, Dams, Yards, Building
Sites, Production Facilities
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Outdonr Multiangle Fixing  RAL Colors
Diy Mekan Yenlend, Aontgj RAL Renkle

Industrial, High Bay ~ Area Lighting Thermal
FEnd., Yiiksek Tavan  Alan Aydinlaunast It Yonetimi

GOVDE : Aliminyum Ekstriizyon Gévde ve
Aliiminyum Yan kapaklar
Elektrostatik Boya

CAM/DIFUZOR : UV Stabilizeli
Polikarbonat monoblok cam.
REFLEKTOR -
ELEKTRIKSEL KOMP: Switch Mode, Sabit Akim LED Giic
Kaynagi
KORUMA SINIFI IP 66

DIGER OZELLIKLER : Yuksek Isi ve Darbeye Dayaniklilik
Optimum Isik Dagilimi,
Toz ve Suya Karsl Maksimum
Dayaniklilik,
Kolay Midahale Edilebilir
Elektriksel Komponentler Kismi,
Silikon Contalama,
Yatayda 180°
Derece Yonlendirilebilir Baglanti.

KULLANIM ALANLARI : Spor Salonlari, Bina Cepheleri,
Limanlar, Santiyeler,
Barajlar, Kavsaklar, Tineller,
Apron Aydinlatmasi, Imalat
Alanlari
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LAMP TYPE A (mm) B(mm)  H(mm)  Hi(mm) BOX/
= 50W SMD Led 177 200 60 123
75W SMD Led 177 400 60 123
= 100W SMD Led 177 800 60 123
125W SMD Led 177 1000 60 123
W) 150w SMD Led 177 1200 60 123 B2

www.gestas.com.tr




